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NOTICE 
 

JEDEC standards and publications contain material that has been prepared, reviewed, and 
approved through the JEDEC Board of Directors level and subsequently reviewed and approved 

by the JEDEC legal counsel. 
 

JEDEC standards and publications are designed to serve the public interest through eliminating 
misunderstandings between manufacturers and purchasers, facilitating interchangeability and 

improvement of products, and assisting the purchaser in selecting and obtaining with minimum 
delay the proper product for use by those other than JEDEC members, whether the standard is to 

be used either domestically or internationally. 
 

JEDEC standards and publications are adopted without regard to whether or not their adoption 
may involve patents or articles, materials, or processes. By such action JEDEC does not assume 
any liability to any patent owner, nor does it assume any obligation whatever to parties adopting 

the JEDEC standards or publications. 
 

The information included in JEDEC standards and publications represents a sound approach to 
product specification and application, principally from the solid state device manufacturer 

viewpoint. Within the JEDEC organization there are procedures whereby a JEDEC standard or 
publication may be further processed and ultimately become an ANSI standard. 

 
No claims to be in conformance with this standard may be made unless all requirements stated in 

the standard are met. 
 

Inquiries, comments, and suggestions relative to the content of this JEDEC standard or 
publication should be addressed to JEDEC at the address below, or refer to www.jedec.org under 

Standards and Documents for alternative contact information. 
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Chip-Package Interaction Understanding, Identification and Evaluation 
 
 
Introduction 
 
The present solid state component level test structures or procedures do not always ensure that 
problems associated with chip-package interactions (CPI) are discovered in standard device level 
qualifications.  As component structures integrate ultra low-k (ULK) chip level dielectrics to 
increase performance, the interaction between the device and the package increases, though these 
interactions can be found in prior technologies.  This document discusses identification and 
evaluation methods to evaluate the effect of chip package interactions on product reliability.   
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Chip-Package Interaction Understanding, Identification and Evaluation Guideline 
 
(From JEDEC Board Ballot JCB-09-13, formulated under the cognizance of the JC-14.3 
Subcommittee on Silicon Devices Reliability Qualification and Monitoring.)  
 
 
1 Scope 
 
This publication references a set of frequently recommended and accepted JEDEC reliability 
stress tests.  These tests are used for qualifying new and modified technology/ process/ product 
families, as well as individual solid state surface-mount products.  CPI test structures may not be 
a prerequisite for device qualification dependent on the device technology; however, if the effect 
of CPI on a device technology placed in a specific packaging scheme is not known, there could 
be reliability concerns for that component that are not evident with standard component level test 
structures. Therefore, it is recommended that CPI test structures are used and the associated 
testing and failure analysis be performed to determine if there are any adverse effects on that 
component due to packaging.  Chip sizes and packages should be used that are representative of 
the product family to allow investigation of failure mechanisms for those products.  
 
NOTE This publication covers only interaction between the semiconductor package stresses and the 
semiconductor device.  Interactions between the assembled component and a second level assembly are 
not covered.  See JEP 150 for information regarding assembled component reliability. Interactions 
resulting from package interconnect electromigration are also not covered.  See JEP 154 regarding 
Package interconnect electromigration. 
 
NOTE CPI tests should be performed in addition to process and package qualification typically 
performed on new products. 
 
These reliability stress tests have been found capable of stimulating and precipitating failures in 
components in an accelerated manner, but these tests should not be used indiscriminately.  Each 
qualification should be examined for: 
 
a) Any potential new and unique failure mechanism 
b)  Any situations where these tests/conditions may induce invalid or overstress failures. 
 
In either case the set of reliability requirements, tests and/or conditions should be appropriately 
modified to properly include the new failure mechanisms and modes. 
 
This document does not relieve the supplier of the responsibility to meet internal or customer 
specified qualification programs.   
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2 Terms and definitions 
 
assembled state (of a component):  The state of a component that has been attached to a 
second-level assembly. 
 
back-end-of-line (BEOL)(adj):  Pertaining to the portion of the semiconductor processing line 
that creates the conductive lines carrying power and signals between devices and to the interface 
connecting off-chip. 
 
back end of line (BEOL)(noun):  The portion of the semiconductor processing line that creates 
the conductive lines carrying power and signals between devices and to the interface connecting 
off-chip. 
 
bond and assembly processes (B&A):  The processes associated with connecting chips (dice) 
to other package elements and assembling semiconductor-device packages. 
 
chip-package interaction (CPI):  The interaction between the semiconductor package stresses 
and the semiconductor device. 
 
NOTE Package stresses are cause by thermal, mechanical, or chemical mechanisms. 
 
chip-to-substrate-interconnect:  The structure that connects the chip to the substrate, also 
referred to as level 1 interconnect (L1 interconnect).   
 
NOTE 1 For the purpose of this document chip-to-substrate-interconnect will be referred to as 
“interconnect”.  
 
NOTE 2 Examples of this structure include, but are not limited to, solder bumps or copper columns. 
 
NOTE 3 Level 1 interconnect (L1 interconnect) is not associated with JP 001 Foundry Level 1 
Qualification (L1). 
 
failure mechanism:  The physical, chemical, electrical, or other process that has led to a 
nonconformance. 
 
NOTE 1 See JESD671, Component Quality Problem Analysis and Corrective Action Requirements. 
 
NOTE 2 A failure mechanism may be characterized by how a degradation process proceeds including 
the driving force, e.g., oxidation, diffusion, electric field, current density.   
 
failure mode (general):  The way in which a failure mechanism manifests itself in a failing 
component. 
 
NOTE Examples of failure modes are a visual blemish, a bent lead, a foreign particle or material, an 
incorrect dopant profile or grain size, a scratch, an electrical fault (open, short, leakage, inadequate slew 
rate or noise margin, stuck at high or low, etc.). 
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