
JEDEC 
STANDARD 
 
 
 
DDR5 Load Reduced (LRDIMM) and 
Registered Dual Inline Memory 
Module (RDIMM) Common 
Specification 
 
 
 
JESD305 
 
 
 
 
 
 
 
JANUARY 2022 
 
 

 
JEDEC SOLID STATE TECHNOLOGY ASSOCIATION 
 

    

Downloaded by hadi ranji (hadi_hercules@yahoo.com) on Sep 1, 2023, 12:56 pm PDT

so
bco

Full document details: JEDEC JESD305 2022

http://www.avadocuments.com/doc/jedec-jesd305-2022
http://www.avadocuments.com/doc/jedec-jesd305-2022


  

NOTICE 
 

JEDEC standards and publications contain material that has been prepared, reviewed, and 
approved through the JEDEC Board of Directors level and subsequently reviewed and approved 

by the JEDEC legal counsel. 
 

JEDEC standards and publications are designed to serve the public interest through eliminating 
misunderstandings between manufacturers and purchasers, facilitating interchangeability and 

improvement of products, and assisting the purchaser in selecting and obtaining with minimum 
delay the proper product for use by those other than JEDEC members, whether the standard is to 

be used either domestically or internationally. 
 

JEDEC standards and publications are adopted without regard to whether or not their adoption 
may involve patents or articles, materials, or processes. By such action JEDEC does not assume 
any liability to any patent owner, nor does it assume any obligation whatever to parties adopting 

the JEDEC standards or publications. 
 

The information included in JEDEC standards and publications represents a sound approach to 
product specification and application, principally from the solid state device manufacturer 

viewpoint. Within the JEDEC organization there are procedures whereby a JEDEC standard or 
publication may be further processed and ultimately become an ANSI standard. 

 
No claims to be in conformance with this standard may be made unless all requirements stated in 

the standard are met. 
 

Inquiries, comments, and suggestions relative to the content of this JEDEC standard or 
publication should be addressed to JEDEC at the address below, or refer to www.jedec.org under 

Standards and Documents for alternative contact information. 
 

Published by 
©JEDEC Solid State Technology Association 2022 

3103 North 10th Street 
Suite 240 South 

Arlington, VA 22201-2108 
 
 

JEDEC retains the copyright on this material.  By downloading this file the individual agrees not 
to charge for or resell the resulting material. 

 
 

PRICE: Contact JEDEC 
 
 

Printed in the U.S.A.  
All rights reserved 

 

Downloaded by hadi ranji (hadi_hercules@yahoo.com) on Sep 1, 2023, 12:56 pm PDT

so
bco

Full document details: JEDEC JESD305 2022

http://www.jedec.org/
http://www.avadocuments.com/doc/jedec-jesd305-2022
http://www.avadocuments.com/doc/jedec-jesd305-2022


 
 
 
 
 
 
 
 
 
 
 
 

PLEASE! 
 

DON’T VIOLATE 
THE 

LAW! 
 

This document is copyrighted by JEDEC and may not be 
reproduced without permission. 

 
For information, contact: 

 
JEDEC Solid State Technology Association 

3103 North 10th Street 
Suite 240 South 

Arlington, VA 22201-2107 
 

or refer to www.jedec.org under Standards-Documents/Copyright Information. 
 
 
 
 
 
 

 
  

Downloaded by hadi ranji (hadi_hercules@yahoo.com) on Sep 1, 2023, 12:56 pm PDT

so
bco

Full document details: JEDEC JESD305 2022

http://www.avadocuments.com/doc/jedec-jesd305-2022
http://www.avadocuments.com/doc/jedec-jesd305-2022


  

 

Downloaded by hadi ranji (hadi_hercules@yahoo.com) on Sep 1, 2023, 12:56 pm PDT

so
bco

Full document details: JEDEC JESD305 2022

http://www.avadocuments.com/doc/jedec-jesd305-2022
http://www.avadocuments.com/doc/jedec-jesd305-2022


JEDEC Standard No. 305 
 
 

-i- 

DDR5 LOAD REDUCED (LRDIMM) AND REGISTERED DUAL INLINE MEMORY MODULE 
(RDIMM) COMMON SPECIFICATION 

    
Contents 

1 Product Description .............................................................................................................................. 1 
1.1 Related Documents............................................................................................................................ 1 

2 Environmental Requirements ............................................................................................................... 2 
3 Connector Pinout and Signal Description ............................................................................................ 3 
4 Power Details ....................................................................................................................................... 8 

4.1 DIMM Voltage Requirements and Power-Up Sequence .................................................................. 8 
4.2 Rules for PMIC Power-Up Sequence ................................................................................................ 8 
4.3 Rules for PMIC Power Down Sequence ........................................................................................... 8 

4.4 Rules for VDD and VDDQ Power Planes ............................................................................................ 8 
5 Component Details ............................................................................................................................... 9 
5.1 Component Types and Placement ...................................................................................................... 10 
5.2 Bulk and Distributed Decoupling Capacitance Guidelines ................................................................ 11 
6 DIMM Design Details ........................................................................................................................ 12 
6.1 Signal Groups ..................................................................................................................................... 12 
6.2 General Net Structure Routing Rules ................................................................................................. 13 
6.2.1 Pre-RCD Address, Command and Control ..................................................................................... 15 
6.2.2 Pre-RCD Clock ............................................................................................................................... 16 
6.2.3 Post-RCD Clock, Control, Address and Command Groups ............................................................ 16 
6.2.4 Post-RCD Address and Command Group ....................................................................................... 16 
6.2.5 Post-RCD Clock and Control Groups ............................................................................................. 17 
6.2.6 Pre-Data Buffer Data and Strobe Group (LRDIMM) ..................................................................... 18 
6.2.7 Post-Data Buffer Data and Strobe Group (LRDIMM) .................................................................... 20 
6.2.8 Data and Strobe Group (RDIMM) .................................................................................................. 21 
6.3 Design Rules ...................................................................................................................................... 23 
6.4 Impedance Targets ............................................................................................................................. 27 
6.5 Rules for Compensation ..................................................................................................................... 27 
6.5.1 Velocity ........................................................................................................................................... 27 
6.5.2 Via ................................................................................................................................................... 27 
6.6 Rules for Length Calculation ............................................................................................................. 28 
6.6.1 Pre-RCD and DQ/Strobe ................................................................................................................. 28 
6.6.2 Pre-DB (LRDIMM) ......................................................................................................................... 28 
6.6.3 Post-DB (LRDIMM) ....................................................................................................................... 28 
6.6.4 Pre-RCD Clock ............................................................................................................................... 28 
6.6.5 Post-RCD Address/Command/Control/Clock ................................................................................. 28 
6.7 Rules for Registered and Load Reduced DIMM Designs .................................................................. 28 
6.8 DQ Wiring to Support CRC ............................................................................................................... 29 
6.9 RDIMM and LRDIMM Configuration .............................................................................................. 30 
6.9.1 DIMM Connectivity Wiring ............................................................................................................ 30 
6.9.2 Control Wiring ................................................................................................................................ 31 
6.9.3 ALERT_n Circuit Wiring ................................................................................................................ 31 
6.9.4 RESET_n Circuit Wiring ................................................................................................................ 32 
6.10 ZQ Calibration Wiring .................................................................................................................... 32 
6.11 Sideband Bus Signal Wiring, Selection and Placement .................................................................. 33 
7 DIMM Impedance Profile .................................................................................................................. 34 
8 Reference Stackup .............................................................................................................................. 35 
9 Manufactured DIMMs ........................................................................................................................ 37 

Downloaded by hadi ranji (hadi_hercules@yahoo.com) on Sep 1, 2023, 12:56 pm PDT

so
bco

Full document details: JEDEC JESD305 2022

http://www.avadocuments.com/doc/jedec-jesd305-2022
http://www.avadocuments.com/doc/jedec-jesd305-2022


JEDEC Standard No. 305 
 
 

-ii-  

Contents (cont'd) 
 
10 Serial Presence Detect Definition and Content .................................................................................. 37 
11 Product Label ..................................................................................................................................... 37 
12 JEDEC Process ................................................................................................................................... 37 
 
Tables 
Table 1 — DDR5 Product Family Attributes ............................................................................................... 2 
Table 2 — (Example) Environmental Parameters ........................................................................................ 2 
Table 3 — Pin Definitions ............................................................................................................................ 3 
Table 4 — Input/Output Functional Description .......................................................................................... 4 
Table 4 — Input/Output Functional Description (cont’d) ............................................................................ 5 
Table 5 — DDR5 288 Pin R/LR-DIMM Pin Wiring Assignments .............................................................. 6 
Table 5 — DDR5 288 Pin R/LR-DIMM Pin Wiring Assignments (cont’d) ................................................ 7 
Table 6 — DDR5 R/LR- DIMM DC Operating Voltage ............................................................................. 8 
Table 7 — DDR5 x4/X8 SDRAM DIMM Pad Array ................................................................................ 10 
Table 8 — Registered and Load Reduced DIMM Decoupling Capacitor Guidelines ................................ 11 
Table 9 — Simulation Conditions .............................................................................................................. 14 
Table 10 — Pre-RCD Address, Command and Control Length Definition Example ................................ 15 
Table 11 — Pre-RCD Clock ....................................................................................................................... 16 
Table 12 — Post-RCD Address and Command Length Definition Example ............................................. 17 
Table 13 — Pre-DB Lengths ...................................................................................................................... 19 
Table 14 — Post-Data Buffer Data and Strobe Example (LRDIMM) ....................................................... 20 
Table 15 — Example of 2Rx4 DQ/Strobe Lengths .................................................................................... 22 
Table 16 — Wiring ..................................................................................................................................... 23 
Table 16 — Wiring (cont’d) ....................................................................................................................... 24 
Table 17 — Circuit Requirements .............................................................................................................. 25 
Table 18 — Spacing .................................................................................................................................... 26 
Table 19 — SMBus Lengths ....................................................................................................................... 33 
Table 20 — Example of Voltage Operating Conditions (for DRAM) ........................................................ 34 
Table 21 — Example (12 layer) LRDIMM Stackup .................................................................................. 35 
 
Figures 
Figure 1 — SDRAM Terminal Patterns (x4/x8) ........................................................................................... 9 
Figure 2 — RDIMM 2Rx4 Topology ......................................................................................................... 13 
Figure 3 — LRDIMM 2Rx4 Topology ....................................................................................................... 13 
Figure 4 — RDIMM 2Rx4 Topology ......................................................................................................... 15 
Figure 5 — Pre-RCD Clock Topology Example ........................................................................................ 16 
Figure 6 — Post-RCD Address and Command Topology Example ........................................................... 17 
Figure 7 — Examples Pre-DB Data Topology (LRDIMM) ....................................................................... 18 
Figure 8 — Examples Post-Data Buffer Data and Strobe Net Structure (LRDIMM) ................................ 20 
Figure 9 — Data Diagram Example (RDIMM) .......................................................................................... 21 
Figure 10 — Example of DQ Wiring.......................................................................................................... 29 
Figure 11 — DDR5 2Rx4 (planar/3DS) Control Wiring ............................................................................ 31 
Figure 12 — Example Wiring of the ALERT_n Function - RDIMM and LRDIMM ................................ 31 
Figure 13 — Example Wiring of the RESET_n Function - RDIMM and LRDIMM ................................. 32 
Figure 14 — Block Diagram: Hub, PMIC, RCD, TS0, TS1 ...................................................................... 33 
Figure 15 — Impedance Profile .................................................................................................................. 34 

Downloaded by hadi ranji (hadi_hercules@yahoo.com) on Sep 1, 2023, 12:56 pm PDT

so
bco

Full document details: JEDEC JESD305 2022

http://www.avadocuments.com/doc/jedec-jesd305-2022
http://www.avadocuments.com/doc/jedec-jesd305-2022


JEDEC Standard No. 305 
Page 1 

 
 

 

DDR5 LOAD REDUCED (LRDIMM) AND REGISTERED DUAL INLINE MEMORY MODULE 
(RDIMM) COMMON SPECIFICATION 

 
(From JEDEC Board Ballot JCB-21-32, formulated under the cognizance of the JC-45.1 Subcommittee 
on Registered DRAM Modules, Item 2273.07.) 
 
 
1 Product Description 

This standard defines the electrical and mechanical requirements for 288-pin, 1.1 Volt (VDD and VDDQ), 
DDR5 Registered (RDIMM) and Load Reduced (LRDIMM), Double Data Rate (DDR), Synchronous 
DRAM Dual In-Line Memory Modules (DIMM). These 288-pin Registered and Load Reduced DDR5 
SDRAM DIMMs are intended for use in server, workstation, and database environments. 

Reference design examples are included which provide an initial basis for DDR5 RDIMM and LRDIMM 
designs. Modifications to these reference designs may be required to meet all system timing, signal 
integrity and thermal requirements for PC5-4000, PC5-4800, PC5-5600, and PC5-6400 support. All 
DDR5 RDIMM and LRDIMM implementations must use simulations and lab verification to ensure proper 
timing requirements, signal integrity, power delivery and efficiencies in the design. 
 

 Related Documents 1.1
 
JESD79-5, DDR5 SDRAM Standard  

JESD300-5, SPD5118 Hub & Serial Presence Detect Device Standard 

JESD301-1, PMIC50x0 Power Management Integrated Circuit (PMIC) Device Specification  

JESD302-1, TS5111, TS5110 Serial Bus Thermal Sensor Specification  

JESD400-5, DDR5 Serial Presence Detect (SPD) Contents  

JESD401-5, DDR5 DIMM Label 

JESD402-1, Temperature Grade and Measurement Specifications for Components and Modules  

JESD403-1, JEDEC Module Sideband Bus  

MO-210, Square & andRectangular Die-Size, Ball Grid Array Family  

MO-329, 288 pin DDR5 DIMM, 0.85 mm pitch 
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1.1 Related documents (cont’d) 
 

Table 1 — DDR5 Product Family Attributes 

DIMM Organization x80 (2x40) ECC (EC8) 
x72 (2x36) ECC (EC4) Notes Ref Specification(s) 

DIMM Dimensions 
(nom) 133.35 mm x 31.25 mm  MO-329 

Pin Count 288  MO-329 

DDR5 SDRAMs 
Supported 8Gb, 16Gb, 32Gb 78/82ball FBGA package for x4 and 

x8 devices 
JESD79-5 MO-210 

(AL, AN) 

Capacity (16Gb) 16GB - 1024GB 
(24Gb) 24GB – 1536GB (DRAM) SDP, 2H, 4H, 8H, 16H  

SDRAM width x4, x8 X8 is not used on LRDIMM  

Hub with Thermal 
Sensor 1024 byte  

JESD300-5 
JESD79-5 

Voltage (External 
Supply) 

VIN_Bulk: 12V (nominal) Bulk input DC supply voltage from 
system 

VIN_MGMT: 3.3V (nominal) Management supply voltage from 
system 

Voltage (PMIC 
Output) 

VDD: 1.1 V (nominal) Supply voltage from PMIC 

VDDQ: 1.1 V (nominal) Supply voltage for I/O from PMIC 

VPP: 1.8 V (nominal) Pump voltage from PMIC 

1.8V LDO (nominal) From PMIC to HUB, TS 

1.0V LDO Output (nominal) From PMIC to HUB, TS, RCD 

DDR5 Interface 1.1V signaling DRAM, RCD, Data Buffer  

I2C/I3C-Basic 
Interface 1.0V signaling RCD, Hub, PMIC, Temp Sensors JESD403-1 

 
 
2 Environmental Requirements 
 

Table 2 — (Example) Environmental Parameters 
Symbol Parameter Rating Units  

TOPR DRAM Operating Temperature 0 to +95 °C  

TSTG Storage Temperature  -55 to +100 °C  

NOTE 1 Operating temperature applies to the case temperature of all SDRAM components on the module. All other 
support components on the module must remain within their respective operating temperature ranges when the case 
temperature of the SDRAMs are at the minimum and maximum values. See JESD402-1 for details. 
 
NOTE 2 Storage temperature applies to the case temperature of all components on the module. See JESD402-1 for 
details. This is a stress rating only, and device functional operation at or above the conditions indicated is not implied. 
Exposure to absolute maximum ratings for extended periods may affect reliability. 
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3 Connector Pinout and Signal Description 
 

Table 3 — Pin Definitions 

 
  

Pin Name Description Pin Name Description 

CA[6:0]_A 
CA[6:0]_B Address and Command Bus DQ[31:0]_A 

DQ[31:0]_B 
DIMM memory Data bus channel A 
& B 

CS[1:0]_A 
CS[1:0]_B Chip Select CB[7:0]_A 

CB[7:0]_B 
DIMM ECC Checkbits (CB) 
channel A & B 

PAR_A 
PAR_B Parity input DQS[9:0]_A_t 

DQS[9:0]_B_t 
Data Strobes  
(positive line of differential pair) 

CK_t Clocks (true/positive) DQS[9:0]_A_c 
DQS[9:0]_B_c 

Data Strobes  
(negative line of differential pair) 

CK_c Clocks (complement/negative) TDQS[9:5]_A_t 
TDQS[9:5]_B_t 

Not valid for x4 operation. Enabled 
via Mode Register. 

ALERT_n Alert for CRC error TDQS[9:5]_A_c 
TDQS[9:5]_B_c 

Not valid for x4 operation. Enabled 
via Mode Register. 

RESET_n Set DRAM to known state VIN_BULK DIMM Power Supply from system 
to PMIC 

PCAMP  Control and Monitor Port VIN_MGMT DIMM Power Supply from system 
to PMIC 

HSCL I2C/I3C-Basic Host Sideband Bus 
Clock VSS Power supply return (ground) 

HSDA I2C/I3C-Basic Host Sideband Bus 
Data RFU Reserved for future use 

HSA I2C/I3C-Basic Host Sideband Bus 
Address LBDQS Loopback Data strobe output 

LBDQ Loopback Data output:    

NOTE 1 TDQSx and DQSx_t share a pin. 
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3 Connector Pinout and Signal Description (cont’d) 
 

Table 4 — Input/Output Functional Description 

Symbol Type I/O Levels Function 

CK_t, CK_c, Input VDD Clock: CK_t and CK_c are differential clock inputs. All address and control input signals are 
sampled on the crossing of the positive edge of CK_t and negative edge of CK_c. 

CA[6:0]_A 
CA[6:0]_B Input VDD 

Command/Address Inputs: CA signals provide the command and address inputs 
according to the Command Truth Table. Note: Since some commands are multi-cycle, 

the pins may not be interchanged between devices on the same bus. The address inputs also 
provide the op-code during Mode Register Set commands. 

CS[1:0]_A 
CS[1:0]_B Input VDD 

Chip Select: All commands are masked when CS_n is registered HIGH. CS_n provides 
for external Rank selection on systems with multiple Ranks. CS_n is considered part of 

the command codes. CS_n is also used to enter and exit the parts from power down 
mode and self-refresh mode. While not in self-refresh mode the CS_n input buffer 
operates with the same ODT and VREF parameters as configured by the CA_ODT 
strap setting or mode register. When in self-refresh the CS_n is a CMOS rail to rail 

signal with DC high and low at 80% and 20% of VDD. 

PAR_A 
PAR_B Input VDD 

Each Command Address input parity is received on the DPAR pin and should maintain even 
parity across the channel CA inputs. DPAR is sampled at the rising and falling edges of the 

input clock. 

ALERT_n Output VDD 

Alert: If there is an error in CRC, then ALERT_n shall drive LOW for the period time 
interval and return HIGH. During Connectivity Test mode, this pin functions as an 

input. Usage of this signal or not is system dependent. In case this pin is not connected, 
ALERT_n pin must be bonded to VDDQ on the system board. 

RESET_n CMOS 
Input VDD 

Active Low Asynchronous Reset: Reset is active when RESET_n is LOW, and inactive 
when RESET_n is HIGH. RESET_n must be HIGH during normal operation. 

RESET_n is a CMOS rail to rail signal with DC high and low at 80% and 20% of 
VDDQ. 

PCAMP Input 
Output 3.6V (max) Control and Monitor Port. Provides three different functions: (1) Register write protect function; 

(2) Fail_n function; and (3) Status function (PWR_GOOD). 

HSCL Input VOUT_1.0
V 

Bus clock used to strobe data into HUB device. When open drain, a pullup resistor is required 
on the system motherboard. 

HSDA Input/ 
Output 

VOUT_1.0
V 

I2C/I3C-Basic data. When Open drain, a pullup resistor is required on the system 
motherboard. 

HSA Input 2.1 V max Device address for the HUB. Tied to GND through resistor for HID in normal operation and 
directly to GND in tester operation 

DQ[31:0]_A 
DQ[31:0]_B 

Input/ 
Output VDD 

Data Input/ Output: Bi-directional data bus. If CRC is enabled via Mode register, then CRC 
code is added at the end of Data Burst. Any DQ from DQ0-DQ3 may indicate the internal Vref 

level during test via Mode Register Setting MR4 A4=High. Refer to vendor specific data 
sheets to determine which DQ is used. 

CB[7:0]_A 
CB[7:0]_B 

Input/ 
Output VDD 

ECC Checkbits Input/ Output: Bi-directional data bus 
- for 8-bit ECC (EC8) all 8 bits are used 

- for 4-bit ECC (EC4) [3:0] bits are used; [7:4] bits are floating 

DQS[9:0]_A_t 
DQS[9:0]_B_t Input/ 

Output VDD 

Data Strobe: output with read data, input with write data. Edge-aligned with read data, 
centered in write data. The Data Strobe DQS_t is paired with differential signals DQS_c, 

respectively, to provide differential pair signaling to the system during reads and writes. DDR5 
SDRAM supports differential Data Strobe only and does not support single-ended. 

DQS[9:0]_A_c 
DQS[9:0]_B_c 

TDQS[9:5]_A_t 
TDQS[9:5]_B_t 

Input VDD Dummy load for matching the loading for mixed populations of x8 based RDIMMs and x4 
based RDIMMs. Not used on LRDIMMs. TDQS[9:5]_A_c 

TDQS[9:5]_B_c 
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Table 5 — Input/Output Functional Description (cont’d) 
Symbol Type I/O Levels Function 

DLBDQ Output VDDQ 

Loopback Data output: The output of this device on the Loopback Output Select 
defined in MR53:OP[4:0]. When Loopback is enabled it is in driver mode using the 

default RON described in the Loopback Function section. When Loopback is disabled 
the pin is either terminated or Hi-Z based on MR36: OP[2:0]. 

DLBDQS Output VDDQ 

Loopback Data Strobe output: This is a single ended strobe with the rising edged 
aligned with Loopback Data edge, falling edge aligned with Data center. When 
Loopback is enabled it is in driver mode using the default RON described in the 

Loopback function section. When Loopback is disabled, the pin is either terminated or 
Hi-Z based on MR36: OP[2:0]. 

RFU   Reserved for Future Use: No on DIMM electrical connection is present. 

VIN_BULK Supply  External power supply: 12 V, 4.25 V (min), 15 V (max) 

VIN_MGMT Supply  External power supply: 3.3 V, 3.0 V (min), 3.6 V (max) 

VSS Supply  Ground 
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3 Connector Pinout and Signal Description (cont’d) 
Table 6 — DDR5 288 Pin R/LR-DIMM Pin Wiring Assignments 

Front Side 
Pin Pin 

Back side Front Side 
Pin Pin 

Back side 

Pin Label Pin Label Pin Label Pin Label 

VIN_BULK 1 145 VIN_BULK PAR_A 74 218 CK_c 

RFU 2 146 VIN_BULK VSS 75 219 VSS 

VIN_MGMT 3 147 PCAMP  
Key 

 

HSCL 4 148 HSA   

HSDA 5 149 RFU CA0_B 76 220 RFU 

VSS 6 150 RFU VSS 77 221 CA1_B 

DQ0_A 7 151 VSS CA2_B 78 222 VSS 

VSS 8 152 DQ2_A VSS 79 223 CA3_B 

DQ1_A 9 153 VSS CA4_B 80 224 VSS 

VSS 10 154 DQ3_A VSS 81 225 CA5_B 

DQS0_A_t 11 155 VSS CA6_B 82 226 VSS 

DQS0_A_c 12 156 DQS5_A_c, TDQS5_A_c VSS 83 227 PAR_B 

VSS 13 157 DQS5_A_t, TDQS5_A_t CS0_B_n 84 228 VSS 

DQ4_A 14 158 VSS VSS 85 229 CS1_B_n 

VSS 15 159 DQ6_A DLBDQ 86 230 VSS 

DQ5_A 16 160 VSS DLBDQS 87 231 RFU 

VSS 17 161 DQ7_A VSS 88 232 RFU 

DQ8_A 18 162 VSS CB4_B 89 233 VSS 

VSS 19 163 DQ10_A VSS 90 234 CB6_B 

DQ9_A 20 164 VSS CB5_B 91 235 VSS 

VSS 21 165 DQ11_A VSS 92 236 CB7_B 

DQS1_A_t 22 166 VSS DQS9_B_t, TDQS9_B_t 93 237 VSS 

DQS1_A_c 23 167 DQS6_A_c, TDQS6_A_c DQS9_B_c, TDQS9_B_c 94 238 DQS4_B_c 

VSS 24 168 DQS6_A_t, TDQS6_A_t VSS 95 239 DQS4_B_t 

DQ12_A 25 169 VSS CB0_B 96 240 VSS 

VSS 26 170 DQ14_A VSS 97 241 CB2_B 

DQ13_A 27 171 VSS CB1_B 98 242 VSS 

VSS 28 172 DQ15_A VSS 99 243 CB3_B 

DQ16_A 29 173 VSS DQ0_B 100 244 VSS 

VSS 30 174 DQ18_A VSS 101 245 DQ2_B 

DQ17_A 31 175 VSS DQ1_B 102 246 VSS 

VSS 32 176 DQ19_A VSS 103 247 DQ3_B 

DQS2_A_t 33 177 VSS DQS0_B_t 104 248 VSS 

DQS2_A_c 34 178 DQS7_A_c, TDQS7_A_c DQS0_B_c 105 249 DQS5_B_c, TDQS5_B_c 

VSS 35 179 DQS7_A_t, TDQS7_A_t VSS 106 250 DQS5_B_t, TDQS5_B_t 

DQ20_A 36 180 VSS DQ4_B 107 251 VSS 
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Table 7 — DDR5 288 Pin R/LR-DIMM Pin Wiring Assignments (cont’d) 
Front Side 

Pin Pin 
Back side Front Side 

Pin Pin 
Back side 

Pin Label Pin Label Pin Label Pin Label 

VSS 37 181 DQ22_A VSS 108 252 DQ6_B 

DQ21_A 38 182 VSS DQ5_B 109 253 VSS 

VSS 39 183 DQ23_A VSS 110 254 DQ7_B 

DQ24_A 40 184 VSS DQ8_B 111 255 VSS 

VSS 41 185 DQ26_A VSS 112 256 DQ10_B 

DQ25_A 42 186 VSS DQ9_B 113 257 VSS 

VSS 43 187 DQ27_A VSS 114 258 DQ11_B 

DQS3_A_t 44 188 VSS DQS1_B_t 115 259 VSS 

DQS3_A_c 45 189 DQS8_A_c, TDQS8_A_c DQS1_B_c 116 260 DQS6_B_c, TDQS6_B_c 

VSS 46 190 DQS8_A_t, TDQS8_A_t VSS 117 261 DQS6_B_t, TDQS6_B_t 

DQ28_A 47 191 VSS DQ12_B 118 262 VSS 

VSS 48 192 DQ30_A VSS 119 263 DQ14_B 

DQ29_A 49 193 VSS DQ13_B 120 264 VSS 

VSS 50 194 DQ31_A VSS 121 265 DQ15_B 

CB0_A 51 195 VSS DQ16_B 122 266 VSS 

VSS 52 196 CB2_A VSS 123 267 DQ18_B 

CB1_A 53 197 VSS DQ17_B 124 268 VSS 

VSS 54 198 CB3_A VSS 125 269 DQ19_B 

DQS4_A_t 55 199 VSS DQS2_B_t 126 270 VSS 

DQS4_A_c 56 200 DQS9_A_c, TDQS9_A_c DQS2_B_c 127 271 DQS7_B_c, TDQS7_B_c 

VSS 57 201 DQS9_A_t, TDQS9_A_t VSS 128 272 DQS7_B_t, TDQS7_B_t 

CB4_A 58 202 VSS DQ20_B 129 273 VSS 

VSS 59 203 CB6_A VSS 130 274 DQ22_B 

CB5_A 60 204 VSS DQ21_B 131 275 VSS 

VSS 61 205 CB7_A VSS 132 276 DQ23_B 

ALERT_n 62 206 VSS DQ24_B 133 277 VSS 

VSS 63 207 RESET_n VSS 134 278 DQ26_B 

CS0_A_n 64 208 VSS DQ25_B 135 279 VSS 

VSS 65 209 CS1_A_n VSS 136 280 DQ27_B 

CA0_A 66 210 VSS DQS3_B_t 137 281 VSS 

VSS 67 211 CA1_A DQS3_B_c 138 282 DQS8_B_c, TDQS8_B_c 

CA2_A 68 212 VSS VSS 139 283 DQS8_B_t, TDQS8_B_t 

VSS 69 213 CA3_A DQ28_B 140 284 VSS 

CA4_A 70 214 VSS VSS 141 285 DQ30_B 

VSS 71 215 CA5_A DQ29_B 142 286 VSS 

CA6_A 72 216 VSS VSS 143 287 DQ31_B 

VSS 73 217 CK_t RFU 144 288 VSS 

NOTE 1 Individual Annex Specifications for RDIMM and LRDIMM define pin use where multiple functions are possible. 
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4 Power Details 

 
 DIMM Voltage Requirements and Power-Up Sequence 4.1

 
The DIMM input voltage requirements and the SDRAM voltage requirements are not identical. The DIMM 
voltage requirements must meet the PMIC input voltage requirements. The PMIC output voltage 
requirements must meet the voltage requirements of SDRAM, RCD, Data Buffer, Hub and Temperature 
Sensors. There must be some allowance for a small voltage drop across the DIMM for both supply 
voltages and PMIC output voltages.  Table 6 defines the requirements from the Host at the DIMM socket 
to the PMIC inputs, and the PMIC outputs. 
 
Some DIMMs have lower current requirements. Each specific DIMM configuration must meet the voltage 
requirements for its worst-case load currents. 
 

Table 8 — DDR5 R/LR- DIMM DC Operating Voltage 

Symbol Parameter 
Voltage Rating (Volts) Expected 

Current (Amps)3 Power State 
Min Typ4 Max 

VIN_BULK Host Supply Voltage 4.25 12.0 15 2.5 (maximum) Operational 

VIN_MGMT Host Supply Voltage 3.0 3.3 3.6 0.110 (maximum) Operational 

VDD1 PMIC Output Supply Voltage 1.067 1.1 1.166 Note 5 Operational 

VDDQ1 PMIC Output Supply Voltage 1.067 1.1 1.166 Note 5 Operational 

VPP1 PMIC Output Supply Voltage 1.746 1.8 1.098 Note 5 Operational 

1.8V LDO2 PMIC Output Supply Voltage Note 6 1.8 Note 6 0.025 (maximum) Operational 

1.0V LDO2 PMIC Output Supply Voltage Note 6 1.0 Note 6 0.020 (maximum) Operational 

NOTE 1 The SDRAM specification must be met and takes precedence over this document. 
NOTE 2 PMIC, Hub, TS, RCD specifications must be met and takes precedence over this document. 
NOTE 3 Maximum current establishes the platform maximum current regulation point. It provides a data point for DIMM 
developers to set power plane impedances. 
NOTE 4 Typical voltage is platform dependent. This is a suggested value only. 
NOTE 5 Maximum and Minimum Current ratings depend on PMIC (5000 or 5010), and number of DRAM and Data Buffers placed. 
NOTE 6 See PMIC supplier datasheet for Minimum and Maximum ratings. 
 
4.2 Rules for PMIC Power-Up Sequence 
 
Refer to JESD301-1, PMIC50x0 Power Management IC Specification for sequence requirements. 
 
4.3 Rules for PMIC Power Down Sequence 
 
Refer to JESD301-1, PMIC50x0 Power Management IC Specification for sequence requirements. 
 
4.4 Rules for VDD and VDDQ Power Planes 
 
VDD and VDDQ are nominally the same voltage. Reference designs for RDIMM and LRDIMM raw cards 
will have individual planes for each voltage rail. 
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