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NOTICE 

 
JEDEC standards and publications contain material that has been prepared, reviewed, and 

approved through the JEDEC Board of Directors level and subsequently reviewed and approved 
by the JEDEC legal counsel. 

 
JEDEC standards and publications are designed to serve the public interest through eliminating 
misunderstandings between manufacturers and purchasers, facilitating interchangeability and 

improvement of products, and assisting the purchaser in selecting and obtaining with minimum 
delay the proper product for use by those other than JEDEC members, whether the standard is to 

be used either domestically or internationally. 
 

JEDEC standards and publications are adopted without regard to whether or not their adoption 
may involve patents or articles, materials, or processes. By such action JEDEC does not assume 
any liability to any patent owner, nor does it assume any obligation whatever to parties adopting 

the JEDEC standards or publications. 
 

The information included in JEDEC standards and publications represents a sound approach to 
product specification and application, principally from the solid state device manufacturer 

viewpoint. Within the JEDEC organization there are procedures whereby a JEDEC standard or 
publication may be further processed and ultimately become an ANSI standard. 

 
No claims to be in conformance with this standard may be made unless all requirements stated in 

the standard are met. 
 

Inquiries, comments, and suggestions relative to the content of this JEDEC standard or 
publication should be addressed to JEDEC at the address below, or refer to www.jedec.org under 

Standards and Documents for alternative contact information. 
 

Published by 
©JEDEC Solid State Technology Association 2022 

3103 North 10th Street 
Suite 240 South 

Arlington, VA 22201-2108 
 
 

JEDEC retains the copyright on this material.  By downloading this file the individual agrees not 
to charge for or resell the resulting material. 
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DDR5 SMALL OUTLINE DUAL INLINE MEMORY MODULE (SODIMM) COMMON 
STANDARD 

 
From JEDEC Board Ballot JCB-21-54, formulated under the cognizance of the JC-45.3 Subcommittee on 
Unbuffered DRAM Modules, item number 2262.06B. 
 
 
1 Scope 

 
This standard defines the electrical and mechanical requirements for 262-pin, 1.1 V (VDD), Small 
Outline, Double Data Rate, Synchronous DRAM Dual In-Line Memory Modules (DDR5 SDRAM 
SODIMMs). These DDR5 SODIMMs are intended for use as main memory when installed in Computers, 
laptops and other systems. 
 
Reference design examples are included which provide an initial basis for DDR5 SODIMM designs. 
Modifications to these reference designs may be required to meet all system timing, signal integrity and 
thermal requirements for PC5-4000, PC5-4800, and beyond. All DDR5 SODIMM implementations must 
use simulations and lab verification to ensure proper timing requirements and signal integrity in the 
design. 
 
2 Related Standards 

 
• JESD79-5: DDR5 SDRAM Standard 
• JESD300-5: SPD5118 Hub and Serial Presence Detect Device Standard 
• JESD301-2: PMIC5100 Power Management Integrated Circuit (PMIC) Device Standard 
• JESD400-5: DDR5 Serial Presence Detect (SPD) Contents 
• JESD401-5: DDR5 DIMM Label 
• JESD403-1: JEDEC Module Sideband Bus 
• MO-210: Plastic Bottom Grid Array, 0.80 mm Pitch, Rectangular Family Package 
• MO-337: 262 PIN SODIMM, 0.50 mm Pitch Package 
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3 Product Family Attributes  

 

Table 1 —Product Family Attributes 

DIMM Organization x64 (x32, 2 channels), x72 ECC 
(x36, 2 channels) 

 

DIMM Dimensions 
(nominal) 69.6 mm x 30.0 mm 

MO-337 
Same width as DDR4, but 2 more pins. 

Pin Count and Pitch 262 on 0.5 mm centers  

DDR5 SDRAMs Supported  16 Gb, 24 Gb, 32 Gb, 64 Gb MO-210 

Capacity 16 GB - 128 GB  
DDR5 SDRAM width x8, x16  

Serial Presence Detect with 
Thermal Sensor 

1024 byte JESD300-5 
 

PMIC PMIC5100 JESD301-2 

Voltage Options 5 V (VIN_BULK)  

Interface 1.1 V signaling  
 
 
4 Environmental Requirements 

 
DDR5 SODIMMs are intended for use in mobile computing environments that have limited capacity for 
heat dissipation. These will typically be non-ECC SODIMMs. 

DDR5 SODIMMs that have ECC support are intended for use in standard office environments that have 
limited capacity for heating and air conditioning. 

 

Table 2 — Environmental Parameters (Example) 

Symbol Parameter Rating Units  

TOPR DRAM Operating Temperature 0 to +95 °C  

TSTG Storage Temperature  -55 to +100 °C  

NOTE 1 Operating temperature applies to the case temperature of all SDRAM components on the module. All other support 
components on the module must remain within their respective operating temperature ranges when the case 
temperature of the SDRAMs are at the minimum and maximum values. See JESD402-1 for details. 

NOTE 2 Storage temperature applies to the case temperature of all components on the module. See JESD402-1 for details. 
This is a stress rating only, and device functional operation at or above the conditions indicated is not implied. 
Exposure to absolute maximum ratings for extended periods may affect reliability. 
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5 Connector Pinout and Signal Description 

 

Table 3 — Pin Definition 

Pin Name Description Pin Name Description 

CA0_A – CA12_A, 
CA0_B – CA12_B 

SDRAM Command/Address 
bus HSCL SidebandBus clock 

CS0_A_n, CS1_A_n, 
CS0_B_n, CS1_B_n 

SDRAM Chip Select HSDA SidebandBus data 

DQ0_A – DQ31_A, 
DQ0_B – DQ31_B 

DIMM memory data bus HSA SidebandBus address 

CB0_A – CB3_A, 
CB0_B – CB3_B 

DIMM ECC check bits ALERT_n SDRAM ALERT_n 

DQS0_A_t – 
DQS4_A_t, 
DQS0_B_t – 
DQS4_B_t 

SDRAM data strobes 
(positive line of differential 
pair) 

RESET_n Set DRAMs to a known State 

DQS0_A_c – 
DQS4_A_c, 
DQS0_B_c – 
DQS4_B_c 

SDRAM data strobes 
(negative line of differential 
pair) 

VIN_BULK 5 V power input supply to the 
PMIC for analog circuits 

DM0_A_n – 
DM3_A_n, 

DM0_B_n – 
DM3_B_n 

SDRAM data masks VSS Power supply return (ground) 

CK0_A_t, CK1_A_t, 
CK0_B_t, CK1_B_t 

SDRAM clocks (positive line 
of differential pair) PWR_GOOD Power good indicator 

CK0_A_c, CK1_A_c, 
CK0_B_c, CK1_B_c 

SDRAM clocks (negative line 
of differential pair) PWR_EN PMIC Enable 

  RFU  Reserved for future use 

NOTE 1 DDR5 SODIMM has 2 channels (channel-A and channel-B) of signal bus. The signals with suffix: _A (e.g., DQ0_A) 
are for channel-A, and the signals with suffix: _B (e.g. DQ0_B) are for channel-B. 
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