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NOTICE 
 

JEDEC standards and publications contain material that has been prepared, reviewed, and 
approved through the JEDEC Board of Directors level and subsequently reviewed and approved 

by the JEDEC legal counsel. 
 

JEDEC standards and publications are designed to serve the public interest through eliminating 
misunderstandings between manufacturers and purchasers, facilitating interchangeability and 

improvement of products, and assisting the purchaser in selecting and obtaining with minimum 
delay the proper product for use by those other than JEDEC members, whether the standard is to 

be used either domestically or internationally. 
 

JEDEC standards and publications are adopted without regard to whether or not their adoption 
may involve patents or articles, materials, or processes. By such action JEDEC does not assume 
any liability to any patent owner, nor does it assume any obligation whatever to parties adopting 

the JEDEC standards or publications. 
 

The information included in JEDEC standards and publications represents a sound approach to 
product specification and application, principally from the solid state device manufacturer 

viewpoint. Within the JEDEC organization there are procedures whereby a JEDEC standard or 
publication may be further processed and ultimately become an ANSI standard. 

 
No claims to be in conformance with this standard may be made unless all requirements stated in 

the standard are met. 
 

Inquiries, comments, and suggestions relative to the content of this JEDEC standard or 
publication should be addressed to JEDEC at the address below, or call (703) 907-7559 or 

www.jedec.org 
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Arlington, VA 22201-2107 
 

This document may be downloaded free of charge; however JEDEC retains the 
copyright on this material.  By downloading this file the individual agrees not to 

charge for or resell the resulting material. 
 

PRICE: Please refer to the current 
Catalog of JEDEC Engineering Standards and Publications online at 

http://www.jedec.org/Catalog/catalog.cfm 
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NOTICE 

EIA Engineering Standards and Publications are designed to serve the public 
interest through eliminating misunderstandings between manufacturers and 
purchasers, facilitating interchangeability and improvement of products, and 
assisting the purchaser in selecting and obtaining with minimum delay the proper 
product for his particular need. Existence of such Standards and Publications 
shall not in any respect preclude any member or non-member of EIA from 
manufacturing or selling products not conforming to such Standards and 
Publications, nor shall the existence of such Standards and Publications preclude 
their voluntary use by those other than EIA members, whether the standard is 
to be used either domestically or internationally. 

Recommended Standards and Publications are adopted by EIA without regard to 
whether or not their adoption may involve patents on articles, materials, or 
processes. By such action, EIA does not assume any liability to any patent owner, 
nor does it assume any obligation whatever to parties adopting the Recom- 
mended Standard or Publication. 

This EIA Recommended Standard is considered to have international stan- 
dardization implications, but the IEC (or ISO) activity has not progressed to the 
point where a valid comparison between the EIA Recommended Standard and 
the IEC (or ISO) Recommendation can be made. 
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RS-311-A 

FOREWORD 

This Standard describes a test method for measurement of transistor noise figure and 

effective input noise temperature at MF, HF, and VHF. This method is a revision of 

RS-311 and incorporates material previously found in RS-283, and as such rescinds RS- 

283 since it was found deficient in test method details and definitions for noise figure 

measurements. Also, RS-311-A adds the necessary information to make “effective input 

noise temperature” measurements. The noise definitions are identical to that found in 

JEDEC Standard No. 77 and do not conflict with the IEC documents, found in 

47(Secretariat)558/548 as approved in Tokyo, June 1975. 

-ii_ 

Full document details: JEDEC JESD311A 1981

http://www.avadocuments.com/doc/jedec-jesd311a-1981
http://www.avadocuments.com/doc/jedec-jesd311a-1981

