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NOTICE

JEDEC standards and publications contain material that has been prepared, reviewed, and
approved through the JEDEC Board of Directors level and subsequently reviewed and approved
by the JEDEC legal counsel.

JEDEC standards and publications are designed to serve the public interest through eliminating
misunderstandings between manufacturers and purchasers, facilitating interchangeability and
improvement of products, and assisting the purchaser in selecting and obtaining with minimum
delay the proper product for use by those other than JEDEC members, whether the standard is to
be used either domestically or internationally.

JEDEC standards and publications are adopted without regard to whether or not their adoption
may involve patents or articles, materials, or processes. By such action JEDEC does not assume
any liability to any patent owner, nor does it assume any obligation whatever to parties adopting

the JEDEC standards or publications.

The information included in JEDEC standards and publications represents a sound approach to
product specification and application, principally from the solid state device manufacturer
viewpoint.

No claimsto be in conformance with this standard may be made unless all requirements stated in
the standard are met.

Inquiries, comments, and suggestions relative to the content of this JEDEC standard or
publication should be addressed to JEDEC at the address below, or call (703) 907-7559 or
www.jedec.org

Published by
©JEDEC Solid State Technology Association 2003
2500 Wilson Boulevard
Arlington, VA 22201-3834

This document may be downloaded free of charge; however JEDEC retains the
copyright on this material. By downloading thisfile the individual agrees not to
charge for or resell the resulting material.

PRICE: Please refer to the current
Catalog of JEDEC Engineering Standards and Publications or call Global Engineering
Documents, USA and Canada 1-800-854-7179, International (303) 397-7956

Printed in the U.S.A.
All rights reserved
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PLEASE!

DON'T VIOLATE
THE
LAW!

This document is copyrighted by JEDEC and may not be
reproduced without permission.

Organizations may obtain permission to reproduce a limited number of copies
through entering into alicense agreement. For information, contact:

JEDEC Solid State Technology Association
2500 Wilson Boulevard
Arlington, Virginia 22201-3834
or call (703) 907-7559
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RS-370-B
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DESIGNATION SYSTEM FOR DISCRETE
SEMICONDUCTOR DEVICES

(From EIA Standards Proposal No. 1383-A, formulated under the cognizance of
EIA/JEDEC JC-10 Committee on Terms and Definitions.)

TYPE DESIGNATION SYSTEM

It shall be standard to use the following designation system for discrete
semiconductor devices such as diodes, transistors, etc. See Figures 1-19 for
examples of various combinations.

The type designation shall consist of (1) a first number symbol; (2) a letter
symbol; and (3) a second number symbol. Additionally, if required, the type
designation shall include (4) one or more suffix letter symbols; and

(5) one or more additional suffix letter symbols.

1. Significance of Symbols

The first number symbol shall consist of one digit indicating the
the class and shall be assigned in accordance with the following .
rules:

(a) The digit (n minus one) shall be used to identify (i) a device
L consisting of a single unit having n useful electrical connec-
\ tions, as in Figures 1 through 3, 9 through 11, and 15 through
18; or (ii) a device consisting of an integral group of such units

as in Figures 4 through 6, 12 through 14, and 19. :

Examples: Each device in Figure 3 and each unit of the device
in Figure 6 has four useful electrical connections; hence, the
first number symbol is three (four minus one).

(b) The digit (n minus one) shall be used to identify a device
consisting of an integral group of dissimilar units wherein n is
the number of useful electrical connections of the unit having
the largest number of useful connections.

Examples: In Figure 7, the unit with the largest number of
useful electrical connections has three such connections;
hence, the first number symbol is two (three minus one). In
Figure 8, the largest number is four; hence, the first number
symbol is three (four minus one).

(c)  When the above rules indicate that the first number symbol is
four or higher, that symbol will be assigned the value four.
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