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NOTICE

JEDEC standards and publications contain material that has been prepared, reviewed, and
approved through the JEDEC Board of Directors level and subsequently reviewed and approved
by the EIA General Counsal.

JEDEC standards and publications are designed to serve the public interest through eliminating
misunderstandings between manufacturers and purchasers, facilitating interchangeability and
improvement of products, and assisting the purchaser in selecting and obtaining with minimum
delay the proper product for use by those other than JEDEC members, whether the standard is to
be used either domestically or internationally.

JEDEC standards and publications are adopted without regard to whether or not their adoption
may involve patents or articles, materials, or processes. By such action JEDEC does not assume
any liability to any patent owner, nor does it assume any obligation whatever to parties adopting
the JEDEC standards or publications.

The information included in JEDEC standards and publications represents a sound approach to
product specification and application, principally from the solid state device manufacturer
viewpoint. Within the JEDEC organization there are procedures whereby an JEDEC standard or
publication may be further processed and ultimately become an ANSI/EIA standard.

No claims to be in conformance with this standard may be made unless all requirements stated in
the standard are met.

Inquiries, comments, and suggestions relative to the content of this JEDEC standard or
publication should be addressed to JEDEC Solid State Technology Association, 2500 Wilson
Boulevard, Arlington, VA 22201-3834, (703)907-7559 or www.jedec.org

Published by
JEDEC Solid State Technology Association 2001
2500 Wilson Boulevard
Arlington, VA 22201-3834

This document may be downloaded free of charge; however JEDEC retains the
copyright on this material. By downloading this file the individual agrees not to
charge for or resell the resulting material.

PRICE: Pleaserefer tothe current
Catalog of JEDEC Engineering Standards and Publications or call Global Engineering
Documents, USA and Canada 1-800-854-7179, I nter national (303) 397-7956
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This document is copyrighted by the Electronic Industries Alliance and may not be
reproduced without permission.

Organizations may obtain permission to reproduce alimited number of copies
through entering into alicense agreement. For information, contact:

JEDEC Solid State Technology Association
2500 Wilson Boulevard
Arlington, Virginia 22201-3834
or cal (703) 907-7559
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JEDEC Standard No. 82-2
Page 1

STANDARD FOR DESCRIPTION OF A 3.3V, 18-BIT,LVTTL I/O REGISTER FOR
PC133 REGISTERED DIMM APPLICATIONS

(From JEDEC Board Ballot JCB-00-58, formulated under the cognizance of the JC-40
Committee on Digital Logic.)

1 Scope

This standard defines dc and ac interface parameters and test |oading for registers targeted for use
in the PC133 Registered DIMM specification. The logical functionality of the device isbased on
the '16835/'162835 and '16834/'162834 functions found in multiple families of digital logic
devices. AC performance requirements are as specified in the PC133 Registered DIMM
specification.

The purpose is to provide a standard for an 18-bit register compatible with the requirements of
the PC133 Registered DIMM specification operating with anominal supply voltage (Vpp) of
3.3V.

2 Termsand definitions

Prefixes“54* or “74” immediately preceding family name indicate the operating temperature
range. For example, 54X XX refersto the Military (MIL) version of devices which are specified
over the temperature range of -55 °C to 125 °C. 74X XX refers to the Commercia (COM’L)
version of devices which are specified over —40 °C to 85 °C.

PC133. A JEDEC designation for systems with a 133 MHz Front Side Bus using SDRAM main
memory technology running at a nominal clock frequency of a 133 MHz.
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