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NOTES:
1. Refer to applicable symbol list.
2. Dimensioning and talcrancing per ANS1 Y14.5-1973.
3. Leads within .127 radius of Truc Position (TP) at gauge
plane with maximum material condition and unit
installed.
L 4. e and cp apply in zone Lo when unit installed.
IKC&GAX 7 Note 10 g —= 5. a applies to spread leads prior to installation.
™ A » 6. N is the maximum gquantity of lead positions.
‘ 7. Ny is the allowable quantity of missing leads.

A 8. OQutlines on which the seating planc is coincident
nly L— 6y~ [l with the basc plane (A} = 0) terminal lead standcffs
¥ v are not required, and B) may equal B along any part

ok ra . __;""“ of the lead above the scating/base plane.
° ~ . . | 9. QUIP Lead Pattern Types are determined by the loca-
nou'u A tions of Lead 1 and Lead N.
) I"'s e [ T{pe Lead ; T tead
€ i In: ]
e L —4 = A AT
\— 4 M laner Row | Quter Row
_SEATING - L} 4 4 Quter Row | {nner Row]
PLANE ——
[ L 10. Right end top view when N/2 odd.
lead focation o 11. Figure A applies.
Gaugs plane —J o L'g ' I [ . -J ~ P_‘ 12. Figure B applics.
8 -8 o ——et 13. Controlling Dimension: INCH
noure 8
S
Y VARIATIONS  (ALL DIMENSIONS IN MILLIMETERS)
Y AA N AB N N N
o [TWN. | WAX. | I | WIN 1 ? g
0 } R . MAX. £ MIN. | MAX. [I[ MINT T max. |
A 3.94 5.08 3.05 4.06
A‘ .51 1.27 .5 1.65
B .356 .508 .356 .508
B‘ 1.27 1.65 8 1.27 1.65 8
C .204 .304 .204 .304
] 18.93 19.55 18.93 19.25
E 7.62 8.25 7.62 8.25 Due to an oversight, two
E‘ 6.10 6.60 6.10 6.60 variations of thg 5:08/10.16
row spacing QUIP family were
* 2.54 TP 3.4 2.54 TP 3,4 registered as M0-029 AA & AB,
*, 5.08 TP 3,4 5.08 TP 14 and two others as MO-031 AA
: & AB. In the future, al)
o 10.16 TP 34 10.16 TP 34 yaruatlons will be registered
L 3.18 ] 3.81 3.18 | 3.8 ’ in the M0-029 family and not
l in the MO-031 family.
L, .00 .76 .00 | .7
N 14 6 14 6
N, 0 7 0 7
Q‘ 1.02 1.90 1.27 2.15
S 1,66 2.28 1.66 2.28
2 | I - -
|
A
NOTE | 1 79 (Type ¢).12.13 1.2.8, (Type C).12,13
REF. | 11.3-32 11.3-33
ISSUE] A FEB 1976 A FEB 1976
I
JEDEC TITLE ISSUE | DATE
SOLID STATE PRODUCTS QUAD IN LINE (QUIP) FAMILY MO - 031
OUTLINES 5.08/10.16 Row Spacing ) 10/30/79 | VARIATIONS aA AND AB
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\
NQTES:
1. Refer to applicable svmbol list.
2. Dimcnsioning and tolerancing per ANSI Y14.5-1973,
3. Leads within .005radius of Truc Position (TP) at gauge
plane with maxinum material cundition and unit :
installed. !
n 4. ep and cp apply in zone La when unit installed.
' 5. a applies to spread leads prior to installation.
INDEX ™ Note 10 €2 6. N is the maximum quantity of lead positions.
AREA =~ i % ;" 7. Nj is the allowable quantity of missing leads. )
d 8. Outlines on which the seating plane is coincident !
, L_ \ with the base plane (A} = 0) terminal lead standoffs
/s LI alik ‘:} are not required. and B} may equal I along any part
TYPE C LEAD PATTERN \J‘ c of the lead above the scating/base planc. i
X - ' 9. QUIP Lcad Pattern Types are determined by the loca-
[ L"_— ,:‘__—_.‘.I tions of Lead 1 and l.ead N. ’
FOURE & Type | Lead | | tead N !
Q ' A lnr;er Kow (I)ru‘aer Row !
— Outer
m | r h Lnner Rouw TQuter Row E
p Outer Row | inner Row)
SEATING —1 : | :
PLANE — 10. Right end top view when N/2 odd.
I - 11. Figure A applies.
lead location | - | ¢ 12. Figure B applies.
geuge plane L o ’ l b ol 13. Controlling Dimension: INCH ]
] oy — |
ROURE 8
i
S "
¥ VARIATIONS  (ALL DIMENSIONS IN INCHES) '!
M N N
AA N N
S N | WAX. ]} T ? ? ¢
0 A 1Ll MIN MAX. [ E| MIN. [ MAX. [ Z0 NG T max |
A . 158 .200 .120 . 160
Ay .020 .050 .020 . 065
8 .014 .020 .014 .020
8, .050 .065 8 loso .065 s
c .008 .012 .008 .012
D .74 .770 .745 .770
2 .300 .325 .300 325 Due to an i
. oversight, two
E, | -240 -260 -240 -260 variations of the .300/.400
row spacing QUIP family were
:l ;gg ;: 3.4 .100 TP 1.4 registered as M0-029 AX & AB,
A . P .200 TP 3.4 :ngetwo others as M0-031 AA
. In the future, all
) .400 TP .400 TP iati i ogi
8 3.4 variations will be registered
L . 125 | . 150 3.4 . 125 | . 150 in the M0-029 family gnd not
L, 000 I 030 000 1 030 in the MO-031 family.
N 14 [ 14 [
N' 0 7 0 7
0 .040 .075 .050 .085
E .065 .090 .065 .090
2 —— ——— ——— ———
o ——— -———— —— ————
-1 1
NOTE {1,2.9. (Type €).12.13 1.2.9.(Type C).12,13
REF. 11.3=-32 11.3-33
ISSUE|A FEB 1976 A FEB 1976
JEDEC TITLE ISSUE | DATE
SOLID STATE PRODUCTS QUAD IN LINE (QUIP) FAMILY MO -031
OUTLINES .200/.400 Row Spacing D 10/30/79 VARIATIONS AA AND AB
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