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SOLID STATE PRODUCT | COMMITTEE AND REFLECTS A PRODUCT WITH ANTICIPATED USAGE IN
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NOTES:
1. DIMENSIONING AND TOLERANCING PER ANSI Y14.5-1982.
2. ALL DIMENSIONS IN MILLIMETERS.

& MAXIMUM A AND A2 DIMENSIONS INCLUDE AN OPTIONAL CERAMIC LID OR HEAT SINK.
LID OR HEAT SINK CAN BE ON THE TOP OR BOTTOM OF THE PACKAGE.

A PIN 1 INDEX MARK SHALL BE WITHIN THE AREA SHOWN.
/5\ N 1S THE MAXIMUM NUMBER OF LEADS.
DIMENSIONS DI AND E1 INCLUDE BASE TO LID MISALIGNMENT AND GLASS RUNOUT.

/?\ DATUMS A, B. AND D TO BE DETERMINED NEAR THE SEATING PLANE, DATUM C.
0.1 mm FROM THE LEAD TIP.

EXACT SHAPE OF CORNER IS OPTIONAL.

THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10 mm
AND 0.25 mm FROM THE LEAD TIP.

AD\ D/2 AND E/2 REFERENCE DATUMS E-F AND G-H RESPECTIVELY.
A\ THE POSITIONAL TOLERANCE OF THE b DIMENSION APPLIES ONLY OVER DIMENSION L.
A2\ DETERMINATION OF DATUMS E-F AND G-H:
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X'=£", F", G, OR H’. DETERMINE DATUM E’, F’, G’., AND H", ONE
FOR EACH OF THE FOUR SIDES. Xo IS AN ARBITRARY MACHINE O. THE
LEAD EDGES ARE DETERMINED O.1 mm BACK FROM THE LEAD TIP.
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