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1 Memory Module Thermal Sensor 
The Sensor component shares the SMBus/I2C with the Serial Presence Detect EEPROM (SPD) 
on the memory module. The recommended pin out (package) and footprint (PCB Layout) is as 
follows: 
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Figure 1 - Pinout (and Package) Options for Thermal Sensor Components 

 

 
Figure 2 - MO-229 Recommended Land Pattern Options (PCB Footprint); Exposed DAP 

(Die Attach Paddle) pad may be resized.  All dimensions in mm 
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Pin Description 
Power Supply 

VDD Positive Supply, Power 

VSS Negative Supply, Ground 

SMBus/I2C Serial Interface  

SDA SMBus/I2C Data pin 

SCL SMBus/I2C Clock pin 

A0/A1/A2 Lower bits of the SMBus/I2C Slave Address 

Thermal Sensor 

Event# Active Low. Open Drain event output pin. Driven low on comparator level, or Alert Interrupt  

Table 1 – Pinout of Thermal Sensor 

2 Key Features 
• Typical accuracy of ±1.0 °C accuracy for the active range from 70 ~ 95 °C  

• Typical accuracy of ±2.0 °C for other monitor ranges from 40 ~ 100 °C. 

• Support for higher accuracy of ±0.5 °C (typical) over the active range, where available. 

• Ambient temperature (TA) sense through an operating range of -20 to +125 °C 

• Temperature sample rate minimum of 8 samples/s 

• Operating voltage range  

o 3.0V to 3.6V 

• Low operating current (~500 uA typical) 

• Selectable 0, 1.5 °C, 3 °C, 6 °C Hysteresis  

• Package 

o LLP/MLP/TDFN or TSSOP 8 pin (E = 3 mm D = 3 mm or E = 3 mm D = 2 mm) 
package for all memory modules including SODIMMs  

o JEDEC Registration MO-229 VEED-4 (3 mm by 3 mm) or VCED-2 (2 mm by 3 mm) 
footprint excluding Exposed DAP pad 

o Exposed DAP to be connected to VSS to enhance thermal conductivity 

• Security bits for robust operation 

• SMBus/I2C compatible serial interface supporting up to 100 kHz bus speeds 

• Dual purpose event pin: Comparator or Interrupt (compatible with SMBus Alert) mode 

• Since this device could be used in memory modules at other operating voltages, the thermal 
sensor is not required to operate at any other voltage range than specified here.  However, it 
is required that the thermal sensor does not inhibit any operation of the module (ie: bus 
activity) while the module operates at other voltages. 
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3 Electrical Characteristics 
Table 2. Specifications at TA = −20 °C to +120 °C , VDD = 3.0 V to 3.6 V, unless otherwise noted. 

Parameter Min Typ  Max  Unit  Test Conditions  

POWER SUPPLY       

Supply Voltage, VDD  3.0 3.3 3.6 V  

Average Operating Supply Current, IDD    500 µA  

TEMPERATURE-TO-DIGITAL CONVERTER       

Local Sensor Accuracy (C grade)1  ±1.0 ±2.0 °C 75 °C ≤ TA ≤ 95 °C, 3.0 V ≤ VDD ≤ 3.6 V  Active 
Range 

  ±2.0 ±3.0 °C 40 °C ≤ TA ≤ 125 °C, 3.0 V ≤ VDD ≤ 3.6 V Monitor 
Range 

  ±3.0 ±4.0 °C −20 °C ≤ TA
  ≤ 125 °C, 3.0 V ≤ VDD ≤ 3.6 V 

Local Sensor Accuracy (B grade)  ±0.5 ±1.0 °C 75 °C ≤ TA ≤ 95 °C, 3.0 V ≤ VDD ≤ 3.6 V Active 
Range 

  ±1.0 ±2.0 °C 40 °C ≤ TA ≤ 125 °C, 3.0 V ≤ VDD ≤ 3.6 V Monitor 
Range 

  ±2.0 ±3.0 °C −20 °C ≤ TA
  ≤ 125 °C, 3.0 V ≤ VDD ≤ 3.6 V 

Resolution   0.25  °C  

Conversion Time    125 ms Worst case conversion time  

SMBus/I2C INTERFACE      

Logic Input High Voltage, VIH (SCL, SDA) 2.1   V 3.0 V ≤ VDD ≤ 3.6 V  

Logic Input Low Voltage, VIL (SCL,SDA)   0.8 V 3.0 V ≤ VDD ≤ 3.6 V  

Logic Output Low Voltage, VOL
 (SCL, SDA)   0.4 V 3.0 V ≤ VDD ≤ 3.6 V at IPULL_UP of 350 uA 

SMBus/I2C Output Low Sink Current  6   mA SDA Forced to 0.6 V  

Logic Input Current, IIH, IIL  −5  +5 µA  

Hysteresis  500  mV  

SMBus/I2C Input Capacitance (SCL, SDA)  5  pF  

SMBus/I2C Clock Frequency  10  100 kHz  

                                                      

1 Refer to individual vendor datasheets for explanation of accuracy testing methodology. 
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3.1 SMBus/I2C 

3.1.1 SMBus/I2C Communications 
The data registers in this device are selected by the Pointer Register. At power-up the Pointer 
Register is set to “00”, the location for the Capability Register. The Pointer Register latches the 
last location it was set to. Each data register falls into one of three types of user accessibility: 

1. Read only 

2. Write only 

3. Write/Read same address 

A Write to this device will always include the address byte and the pointer byte. A write to any 
register, other than the pointer register, requires two data bytes.  

Reading this device can take place either of two ways: 

1. If the location latched in the Pointer Register is correct (most of the time it is expected that the 
Pointer Register will point to one of the Read Temperature Registers because that will be the 
data most frequently read), then the read can simply consist of an address byte, followed by 
retrieving the two data bytes. 

2. If the Pointer Register needs to be set, then an address byte, pointer byte, repeat start, and 
another address byte will accomplish a read. 

The data byte has the most significant bit first. At the end of a read, this device can accept either 
Acknowledge (Ack) or No Acknowledge (No Ack) from the Master (No Acknowledge is typically 
used as a signal for the slave that the Master has read its last byte). It takes this device 125 ms to 
measure the temperature. 

 

 
Figure 3 - SMBus/I2C write to the pointer register 
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