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7.

(0.25mm) MAXIMUM PER SIDE.

DIMENSION PERMISSIBLE.

CONVENTION.

6. X AND Y ARE REFERENCE DATUMS.

. RELIEF ON CORNER TERMINAL MAXIMUM

. N IS THE MAXIMUM QUANTITY OF TERMINAL
POSITIONS. REFER TO NUMBERING

11.

12.

ELECTRICAL CONNECTION IS REQUIRED
ON PLANE 1. METALLIZATION IS OPTIONAL
ON PLANE 2. HOWEVER IF PLANE 2 IS
METALLIZED IT MUST BE ELECTRICALLY
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NOTES:
1. REFER TO APPLICABLE SYMBOL LIST. 8. DIMENSIONS VARY IN DIRECT PROPORTION
2. DIMENSIONING AND TOLERANCING PER TO FEATURE SIZE OF D1 AND E1.
ANSI Y14.5 1973 9. FEATURES FOR ELECTRICAL/OPTICAL
. ORIENTATION OR HANDLING PURPOSES
3. OVERALL MATERIAL PROTRUSION OF 0.020"
(0.508mm) MAXIMUM ABOVE THE MAXIMUM MUST BE WITHIN THE AREA SHOWN.
DIMENSION SHOWN, NOT TO EXCEED 0.010"  10. PLANE 1 1S HEAT RADIATING SURFACE.

METALLIZATION IS OPTIONAL, HOWEVER
IF PRESENT, A CLEARANCE OF .020”
(.508mm) MUST BE MAINTAINED FROM ALL
FEATURES.

DIMENSION A1 CONTROLS THE OVERALL
PACKAGE THICKNESS.

CONTROLLING DIMENSION: INCH.
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