Full document details: JEDEC MS-007-A O

MS007

.050” CENTER, LEADED TYPE A

3

Documents


http://www.avadocuments.com/doc/jedec-ms-007-a-0
http://www.avadocuments.com/doc/jedec-ms-007-a-0

h

\
INDEX
CORNER ’ DETAIL B

SEATI

NOTE 7

DETAIL A DETAIL A

OPTIONAL METHOD

TYPICAL 3 PLACES
SEE NOTE 5

. DETAIL A
~ h ‘_1
|

NG OPTIONAL METHOD

PLANE

STANDARD

NOTES:

ANSI Y14.5 1973.

1. REFER TO APPLICABLE SYMBOL LIST.
2. DIMENSIONING AND TOLERANCING PER

3. MATERIAL PROTRUSION PERMISSIBLE
WITHIN DIMENSIONS SHOWN.

4. N IS THE MAXIMUM QUANTITY OF
TERMINAL POSITIONS. REFER TO
NUMBERING CONVENTION.

5. REFERENCE TABS OPTIONAL WITHIN
DIMENSIONS SHOWN.

6. FLATNESS OF SEATING PLANE
FEATURES SHALL BE MEASURED

ACROSS TERMINALS.
7. X AND Y ARE REFEREN

8. CONFIGURATION WITH
AREA OPTIONAL.

9. CONTROLLING DIMENSION: INCH.
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