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NOTES:

CONTROLLING DIMENSIONS: INCH. IN CASE OF CONFLICT BETWEEN ENGLISH ANO METRIC DIMENSIONS,
THE INCH DIMENS!ONS CONTROL.

. DIMENSIONING AND TOLERANCING PER ANSI| Y14,5M-1982.
. SYMBOLS ARE DEFINED IN THE °MS SERIES SYMBOL LIST*® IN SECTION 2.2 OF PUBLICATION NO. 95.

. DIMENSIONS A, A4 AND L ARE MEASURED WITH THE PACKAGE SEATED IN JEDEC SEATING PLANE GAUGE

GS-3. DIMENSION A INCLUDES THE LID THICKNESS, AND MAY INCREASE TO .260 INCHES MAX!MUM
WHEN AN EPROM LID IS USED.

. D AND E 4 DIMENSIONS 00 NOT INCLUDE PARTICLES (BURRS AND/OR PROJECTIONS) OF PACKAGE

MATERIAL. SUCH PARTICLES SHALL NOT EXCEED .010 INCHES (.25 mm) PER SIDE. INCLUDES
ALLOWANCES FOR GLASS OVERRUN AND MENISCUS, AND L1D-TO-BASE MISMATCH.

. E AND e, ARE MEASURED WITH THE LEADS CONSTRAINED TO BE PERPENDICULAR TO PLANE C.
- eg ANO ec ARE MEASURED AT THE LEAD TIPS WITH THE LEADS UNCONSTRAINED.
. N IS THE MAXIMUM NUMBER OF TERMINAL LEADS.

. MAXIMUM LEAD THICKNESS INCLUDES ALL LEAD FINISHES.

MINIMUM BASE MATERIAL SHALL BE .009 INCHES THICK.

ANY RAISED IRREGULARITY ON THE TOP SURFACE (STEP, MASS., ETC.) SHALL BE SYMMETRICAL ABOUT
THE LATERAL AND LONGITUDINAL PACKAGE CENTERLINES.

A MAXIMUM FILLET, INCLUDING SOLDER COAT, IF ANY.

MEASURED FROM THE TOP OF THE CERAMIC BODY TO THE NEAREST METALLIZATION OR LEAD.

v

13. MEASURED FROM THE END OF THE CERAMIC BODY TO THE NEAREST METALLIZATION OR LEAD.
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s D1MENS | ONS NOTE 5 8
Y ALL IN N
M INCHES 0 ITEM
B T VARIATIONS 0 N NO.
) E
L MIN MAX MIN MAX
A .08S .200 4 AA .500 | .s40 8 10-272
A1 .025 .070 3 AB .730 | .770 14 10-272
8 .015 .022 9 AC .780 | .820 16 10-272
81 .045 .065 AD .880 | .520 18 10-272
C .009 .015 9 AE .980 | 1.020 20 10-272
0 SEE VARIATION 5 AF 1.080 | 1.120 22 10-272
E .300 .325 6 AG 1.180 | 1.220 24 10-272
€1 .280 .310 s AH 1.380 | 1.420 28 10-272
(€] .100 BSC
.300 B8SC 6 (
L .125 .200 4
N SEE VARIATION s
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