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PRODUCT OUTLINE

THIS REGISTERED OUTLINE HAS BEEN PREPARED BY THE JEDEC
JC—11 COMMITTEE AND REFLECTS A PRODUCT WITH ANTICIPATED USE IN THE
ELECTRONICS INDUSTRY. CHANGES ARE LIKELY TO OCCUR.
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NOTES:

1. DIMENSIONS AND TOLERANCING CONFORM TO ASME Y14.5M—1994.
2. ALL DIMENSIONS ARE IN MILLIMETERS (mm).

A DIMENSION IS FROM BOTTOM OF THE SOCKET PCB REFERENCE, DATUM A,
TO THE SEATING PLANE OF THE FB DIMM IN THE SOCKET.

A MINIMUM HEIGHT OF 11.6 mm MEASURED TO THE HIGHEST POINT OF THE

SOCKET TO MODULE ENGAGEMENT IS REQUIRED TO PREVENT THE
MEMORY MODULE TILTING RELATIVE TO THE DATUM B OF THE SOCKET.

A MAXIMUM HEIGHT OF THE TOWER IS LIMITED TO 19.10 mm TO PROVIDE CLEARANCE

TO THE OPTIONAL FULL MODULE HEAT SPREADER.

A KEEP OUT CROSS HATCHED AREA RESERVED FOR SOCKET EJECTORS

AT BOTH ENDS.

A KEEP OUT ZONE IS HEIGHT LIMITED PER A

7. REFER TO FB DIMM REGISTERED OUTLINE MO-256 FOR MODULE DIMENSIONS.
CONNECTORS MUST INCLUDE COMPLEMENTARY FEATURES TO ACCOMMODATE MODULE

END NOTCHES.

8. THE MAXIMUM INSERTION FORCE FOR THE SOCKET TO BE 106.8 N MAX. THE

INSERTION FORCE SHOULD BE MEASURED USING THE JEDEC GAUGE GS—-004
REFER TO EIA 364—13 FOR THE TEST PROCEDURE.

A MINIMUM INSIDE DIMENSION OF 137.50 mm WITH POSITIONAL TOLERANCE IS
REQUIRED TO PROVIDE CLEARANCE BETWEEN THE SOCKET TOWER/LATCHES

AND THE FULL MODULE HEAT SPREADER.
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