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JAPANESE INDUSTRIAL STANDARD J1S

Method of Test for Surface Moisture in A 1111-1976
Fine Aggregate
1. Scope

This Japanese Industrial Standard specifies method of test for surface
moisture in fine aggregate (1).

Note (1) Including light weight fine aggregate for structural concrete.

2. Testing Apparatus

2.1 Balance with a weighing capacity of 2 kg or more and discrimination of
0.5 g or better.

2.2 TFor container, either one of the followings shall be used.

(1) Glass container with a mark showing a given capacity

(2) Graduated volumetric glass container

(3) Pycnometer

(4) Container made of glass or non-corrosive metal, finished upper face
by fitting, whose capacity is 2 to 3 times the loose volume of the
sample, In the case the container is graduated or marked the scale
shall be approved to 0.5 ml or less at 20°C.

3. Sample

3.1 As to the sample the representative one shall be sampled. And its
weight (2) shall be 400 g (3) or more.

Notes (2) In this standard, weight shall mean mass.

(3) The larger the amount of the sample, the more accurate will
be the result obtained.

3.2 In the case of handling the sample, the variation of the moisture con-
tent shall be kept as small as possible.

Applicable Standards:

JIS A 1109-Methods of Test for Specific Gravity and Absorption of Fine
Aggregate

JIS A 1134-Method of Test for Bulk Specific Gravity and Absorption of
Light Weight Fine Aggregate for Structural Concrete

JIS Z 8401-Rules for Rounding off of Numerical Values
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