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Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of Construction through deliberations
at Japanese Industrial Standards Committee in accordance with the
Industrial Standardization Law. Consequently, JIS A 1112:1989 is replaced

with JIS A 1112:1997.
Date of Establishment: 1951-08-22
Date of Revision: 1997-10-09
Date of Public Notice in Official Gazette: 1997-10-21
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Civil Engineering

JIS A 1112:1997, First English edition published in 1998-05

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN
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JAPANESE INDUSTRIAL STANDARD JIS A1112: 1997

Method of test for washing analysis
of fresh concrete

1 Scope This Japanese Industrial Standard specifies the method of test for
washing analysis of fresh concrete.

2 Normative references The following standards contain provisions which,
through reference in this Standard, constitute provisions of this Standard. If the
indication of the year of coming into effect is given to these referred standards, only
the edition of indicated year constitutes the provision of this Standard but the
revision and amendment made thereafter are not applied. The normative references
without the indication of the year of coming into effect apply limiting only to the most
recent edition (including the amendment).

JIS A 1103 Method of test for amount of material passing standard sieve 75 um
in aggregates

JIS A 1109 Methods of test for specific gravity and absorption of fine aggregates
JIS A 1115 Method of sampling fresh concrete

JIS A 1116 Method of test for unit weight and air content (gravimetric) of fresh
concrete

JIS A 1134 Methods of test for bulk specific gravity and absorption of light
weight fine aggregates for structural concrete

JIS A 1138 Method of making test sample of concrete in the laboratory
JIS R 5201 Physical testing methods for cement
- JIS Z 8801:1994 Test sieves

3 Test apparatus Test apparatus shall be as follows:

a) The balances, containers and tamping rods specified in JIS A 1116 shall be used
for measuring the mass per unit volume of concrete.

b) A balance having a capacity not less than 10 kg and reciprocal sensibility of 1 g
shall be used for the washing analysis of mortar.

¢) A watertight-container with a rounded bottom having a capacity of 5 / or more
shall be used for measuring the virtual mass of mortar in water.

d) Sieves(!) of 5 mm, 0.6 mm and 0.09 mm meshes shall be used.
Note (!) These sieves correspond to the 4.75 mm, 600 um and 90 uym standard

sieves specified in JIS Z 8801 respectively. The frame size of the 5 mm
sieve should be larger than the standard size for easy handling.

4 Measurement of density The following tests on cement and fine aggregate
shall be conducted in order to determine their densities in advance.
a) The test for density of cement shall be conducted in accordance with JIS R 5201.

b) The test for density of fine aggregate(?) shall be conducted in accoBance with
JIS A 11090r JIS A 1134.

Full document details: JIS A 1112-1997

ocuments

Document Sharing Hub


http://www.avadocuments.com/doc/jis-a-1112-1997
http://www.avadocuments.com/doc/jis-a-1112-1997

