A 1f1g! documen

JIS A%1119 49 B 4533L04& 0000183 3 WM
. - ./ '——_\

UDC 666.971:666.972.12:666.972.031.3:620.168

JAPANESE INDUSTRIAL STANDARD

Method of Test for Variability
of Constituents
in Freshly Mixed Concrete

JIS A 11195

Translated and Published
by

Japanese Standards Association

Documents

Printed in Japan 58

t details: JISA 1113 0


http://www.avadocuments.com/doc/jis-a-1113-0
http://www.avadocuments.com/doc/jis-a-1113-0

JIS A*llu]:;i 69 W@ 4933kL08 0000284 &5 M

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

- _

Copyright by the Japanese Industrial Standards
Thu Atig!l8ok3:18:27t 204thils: JIS A 1113 0


http://www.avadocuments.com/doc/jis-a-1113-0
http://www.avadocuments.com/doc/jis-a-1113-0

' . JIS A%1119 89 WM 4933L08 UODOLAS 7 mm

UDC 666.971:666.972.12:
666.972.031.3:620.168

‘ JAPANESE INDUSTRIAL STANDARD JIS
Method of Test for Variability A 1119-1989
of Constituents in Freshly :
Mixed Concrete
1, Scope
This Japanese Industrial Standard specifies the method of test for variability

of unit weight of air-free mortar and unit weight of coarse aggregates in freshly
mixed concrete.

2, Testing Apparatus

2.1 The apparatus for measuring the air content shall be one specified either
in JIS A 1118 or in JIS A 1128.

’ 2.2 The accuracy of the balance used shall be 0.1 % or finer of net weight of
concrete for the test indicated in 4.2.

2.3  The sieve used shall be the 5 mm mesh sieve (!).

Note (') The standard wire cloth sieve of 4,75 mm specified in JIS Z 8801.

3. Sample

l 3.1  The sample of the concrete shall be taken from the batch immediately
i after mixing in accordance with the method specified in 3.2.

Applicable Standards:

JIS A 1110-Method of Test for Specific Gravity and Absorption of
Coarse Aggregates

JIS A 1118-Method of Test for Air Content of Fresh Concrete by the
Volumetric Method

JIS A 1128-Method of Test for Air Content of Fresh Concrete by
Pressure Method

JIS A 1135-Method of Test for Bulk Specific Gravity and Absorption of
Light Weight Coarse Aggregate for Structural Concrete

JIS A 8603-Forced Mixing Type Mixers

‘ JIS Z 8801-Test Sieves
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