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JAPANESE INDUSTRIAL STANDARD JI1S
Method of Test for Soft Particles A 1126-1989
in Coarse Aggregates by Use of
Scratch Tester
1. Scope
This Japanese Industrial Standard specifies the test method for determining
by means of scratch hardness the quantity of soft particles contained in coarse

aggregates,

Remarks 1. The soft particles herein referred to means soft particles and
fragile particles. '

2, The units and numerical values given in { } in this Standard are

based on the International System of Units (SI) and are appended
for informative reference.

2. Test Appliances

2.1 The brass rod used for the scratch hardness test shall have a hardness of
HRB 65 to 75 when measured in accordance with JIS Z 2245 and a diameter of 1.6
mm (1).

Note (!) The brass rod can be used conveniently for the test when it is

gripped in a thin-pencil-like rod. The tip of the brass rod shall
not particularly be sharpened.

2.2 The sieves to serve shall be 10, 15, 20, 25, 40 and 60 mm wire sieves (2).

Note (2) These sieves should respectively correspond to the standard sieves
9.5, 16, 19, 26.5, 37.5 and 63 mm in size specified in JIS Z 8801.

2.3  The balance used shall have a precision within 0.1 % of the mass of the
sample.

Applicable Standards:
JIS A 1102-Method of Test for Sieve Analysis of Aggregate
JIS Z 2245-Method of Rockwell and Rockwell Superficial Hardness Test
JIS Z 8401-Rules for Rounding off of Nufnerical Values

JIS Z 8801-Test Sieves
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