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. JAPANESE INDUSTRIAL STANDARD JIS
Method of Test for Compressive Strength A 1183-1978
of Polyester Resin Concrete Using (Reaffirmed: 1983)

Portions of Beams Broken in Flexure

1. Scope

This Japanese Industrial Standard specifies the test method for compressive
| strength of Polyester Resin Concrete which uses the portion of beam broken in
| flexure.

| Remark: The units and numerical values given in { } in this standard are
in accordance with the International System of Units (SI), and
are appended for reference.

2. Testing Machine and Devices

. 2.1 The compression testing machine used shall be as specified in JIS B 7733.

20 mm or more in thickness and shall be a square of which one side is equal to

i

\

2.2 The compressor plates to be used for the test shall be steel sheet (1) of
the beam width (?) of compression face of the test specimen.

The compression face of the compressor plate shall be of polished finish.
The levelness (3) of the faces shall be less than 0.02 mm immediately after they
are manufactured and shall not exceed 0.05 mm throughout the period of service.

Notes (') The steel sheets shall be quench-hardened steel with polished
finish and shall be Hs 70 or more in Shore hardness.

(%) For the beam width, the nominal one shall be used.
(®) The levelness herein stated is expressed by the distance between

two parallel planes which are supposed to pass through the
highest and the lowest portions of the sheet plane.
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Applicable Standards:
JIS A 1181-Method of Making Polyester Resin Concrete Specimens
. JIS A 1184-Method of Test for Flexural Strength of Polyester Resin Concrete

JIS B 7733-Compression Testing Machines
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