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UDC 624.131.367
. JAPANESE INDUSTRIAL STANDARD JIS
Practice for preparing disturbed soil A 1201-1990
samples for soil testing
1. Scope

This Japanese Industrial Standard specifies the practice for preparing disturbed
soil samples for soil (less than 75 mm in grain size) testing.

Remark: The applicable Standards in this Standard are given in the
following.

JIS R 3503 Glass Apparatus for Chemical Analysis
JIS Z 8801 Test Sieves
2. Definition
. For the purposes of this Standard, the following main definition applies:
D sample preparafion The generic term for separation, moisture ratio

adjustment and particle size adjustment of the sample
to be used in the tests.

3. Appliances for Preparation

The appliances for preparation shall be as given in the following:

(1) Balance The balance shall be that of approximately 0.1 % in reciprocal
sensibility in respect to a measuring mass.

(2) Sieve The sieve shall be that specified in JIS Z 8801.

| . Reference Standards:
JIS A 1202-Method of Test for Specific Gravity of Soils

JIS A 1203-Method of Test for Moisture Content of Soils

JIS A 1204-Method of Grain-Size Analysis of Soils

JIS A 1205-Method of Test for Liquid Limit of Soils
‘ JIS A 1207-Method of Test for Centrifuge Moisture Equivalent of Soils
! JIS A 1209-Method of Test for Shrinkage Factors of Soils

JIS A 1210-Method of Test for Moisture-Density Relations of Soils Using

Rammer
JIS A 1211-Method of Test for the California Bearing Ratio of Soils
@

JIS A 1218-Method of Test for Permeability of Soils
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