JIS Ax1203 90 M@ 4933608 0529385 142 W

JAPANESE INDUSTRIAL STANDARD
JIS A 1203-1990
Test method for water content of soils

1995.11
ERRATA
Page Position Wrong Correct
1 The 4th line of ...at 100C to... ...at 110C to...
Clause 2. ‘

Remarks:This errata is for correcting the first edition of this Standard.

Japanese Standards Association

JAPANESE INDUSTRIAL STANDARD
JIS A 1210-1990
Test method for soil compaction using a rammer

1995.11
ERRATA
Page Position Wrong Correct
1 The Sth line of ....from the outer part... | ...,from the upper part...
(6) of Clause 6.

Remarks:This errata is for correcting the first edition of this Standard.

Japanese Standards Association

JAPANESE INDUSTRIAL STANDARD
GJIS A 5011-1992
Slag aggregate for concrete

1995.11
ERRATA
Page Position Wrong Correct

30 The 3rd line of ...make it sulfur... ...make it sulfuric acid...
Sub-clause 7.2

33 The 1st line of ...mercury chloride(I)...| ...mercury (II ) chloride...

(1)(f) of

Sub-clause 8.2.3

Remarks:This errata is for correcting the first edition of this Standard.

Japanese Standards Association
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