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JAPANESE INDUSTRIAL STANDARD
JIS A 1203-1990
Test method for water content of soils

1995.11
ERRATA
Page Position Wrong Correct

1 The 4th line of ...at 100C to... ...at 110°C to...
Clause 2. -

Remarks:This errata is for correcting the first edition of this Standard.
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JAPANESE INDUSTRIAL STANDARD
_ JIS A 1210-1990
Test method for soil compaction using a rammer

1995.11
ERRATA
Page Position Wrong Correct
1 The 5th line of ....from the outer part... | ....from the upper part...

(6) of Clause 6.
Remarks:This errata is for correcting the first edition of this Standard.

Japanese Standards Association

JAPANESE INDUSTRIAL STANDARD
@JIS A 5011-1992
Slag aggregate for concrete

1995. 11
ERRATA
Page Position Wrong Correct
30 The 3rd line of ...make it sulfur... ...make it sulfuric acid...
Sub-clause 7.2
33 The 1st line of ...mercury chloride(I)...| ...mercury (I ) chloride...
(1)(f) of
Sub-clause 8.2.3

Remarks:This errata is for correcting the first edition of this Standard.
Japanese Standards Association
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In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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‘ JAPANESE INDUSTRIAL STANDARD JIS
Test method for soil A 1210-1990

compaction using a rammer
1. Scope

This Japanese Industrial Standard spécifies the test method for soil

compaction using a rammer for obtaining the dry density-moisture content
curve, the maximum dry denstity and most suitable moisture content of soil

passed through a 37.5 mm sieve.

Remark: Applicable Standards to this Standard are shown in the
following.

; JIS A 1201 Practice for Preparing Disturbed Soil 'Samples for Soil
B ) Test _

. JIS A 1202 Test Method for Density of Soil Particles
JIS A 1203 Test Method for Water content of Soils

JIS Z 8801 Test Sieves

2. Definitions
For the purposes of this Standard the main definitions are as follows:

(1) compaction The operation to compact soil by falling down freely a
rammer,

(2) maximum dry density The maximum value of dry density in dry
density-moisture content curve.

(3) most-suitable moisture content The moisture content in the
maximum dry density.

. (4) maximum grain diameter The grain diameter of soil expressed by
the minimum nominal dimension of standard net sieve through which
whole sample passed.

3. Classification and Selection of Test Method

3.1 Classification of Test Method The classification of test method
pe shall be, according to the method for compaction, preparing method of
sample and its using method, as follows:

(1) Method for Compaction The methods for compaction are to be
classified into five classes shown in Table 1.
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