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‘ JAPANESE INDUSTRIAL STANDARD JIS
Recommended Practice for Out-door Exposure A 1410-1968
of Plastics Building Materials (Reaffirmed: 1982)

1. Scope

This Japanese Industrial Standard specifies the recommended practice
_ for out-door exposure of the test piece to conjecture the degree of weath-
. ering of the plastics building materials.

2. Definitions

(1) Test for Out-door Exposure The test for out-door exposure is de-
fined as the test to examine the change in the performance by ex-
posing the test piece out-doors under natural conditions (herein-
after referred to as the "exposure test").

(2) Veathering The weathering is defined as the change in the physical
and chemical properties of material that is caused as the time
‘ elapses on by the influence of the natural conditions such as sun~
light, wind and rain . out-doors.

(3) Test Piece To Be Exposed The test piece to be exposed is defined
as the test piece or the specimen (hereinafter referred to as the
"test piece") for the exposure test.

(4) Preserving Test Piece The preserving test piece is defined as one

that is taken from the same lot as the test piece and is preserved
in an unexposed state.

(5) Comparing Test Piece The comparing test piece is defined as the
sample or the standard sample that is exposed at the same time as
the test piece with a view to compare the tendency of weathering.

3, Shape and Dimensions of Test Piece

Where specified in the Japanese Industrial Standard of the concerning
' , material, the shape and dimensions of the test piece shall conform thereto.
However, where not specified in that standard, the test piece shall be a

flat plate in principle and shall have suitable dimensions as a test sample
for the performance test.

4. Exposure Apparatus

4.1 Environment of Site of Exposure Apparatus The environment of site of
N . the exposure apparatus shall be the place under the condition that is free
{ from obstructions, equipment and others which exert harmful effects around

the apparatus and is suitable for this test.

4.2 Construction of Exposure Apparatus

(1) The exposure apparatus to expose the test piece shall be one that

is constructed strongly and durably and placed firmly on the ground
and others.

(2) Where the antiseptic treatment or the anticorrosive treatment is

. conducted on the exposure apparatus and its accessory appliances,
take care not to exert any harmful effect on the test pilece.
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