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Standard Method of Test for Change in A 1411-1968
Properties of Plastics Building Materials (Reaffirmed: 1982)
Resulting from OQut-door Exposure

1., Scope

This Japanese Industrial Standard specifies the method of assessment for
the performance of test piece that has been exposed outdoors to conjecture
the degree of weathering of plastics building materials.

Remark: This standard can apply, as appropriate, to the method of
assessment for the performance of plastics building materials
that have been subjected to artificially accelerated exposure.

2, Definitions

(1) weathering The weathering is defined as the change in the physical
. or chemical properties of materials resulted from the lapse of time
by the influence of natural conditions such as sunlight, wind, rain

and others outdoors.

(2) exposed test piece The exposed test piece is defined as the test
piece that has been exposed as specified in JIS A 1410.

(3) preserved test piece The preserved test piece is.defined as one
that is taken out of the same lot as the test piece and is preserved
in an unexposed state.

(4) comparable test piece The comparable test piece is defined as the
sample or standard material to be exposed at the same time as the
test piece with a view to compare the tendency of weathering.

3. Test Piece

(1) The shape and dimensions of test piece, where they are specified in
Japanese Industrial Standard of the corresponding material or the
‘ corresponding test method, shall conform to that standard. However,
where they are not specified, the test piece shall have sufficient
dimensions as a test sample for the assessment of performance.

(2) When the test piece for the assessment test is taken out of an
exposed big test piece, the end part of it shall be avoided.

.
.

= (3) Wash the test piece with water, as required, before the performance
test. In this case, cares shall be taken to prevent the test piece
from damage by using clean water.

(4) Adjust the test piece under the specified condition (l), as
required.

Note (!) Conditions equal or superior to standard temperature and
humidity conditions Grade 3 specified in JIS Z 8703.
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