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‘ JAPANESE INDUSTRIAL STANDARD JIS

Testing Method for Thermal Resistance of A 1420-1981
Heat Insulating Materials for Dwellings

1. Scope

This Japanese Industrial Standard specifies the testing method for
thermal resistance of the heat insulating materials, hereinafter referred
to as the "heat insulating materials", molded(l) for the purpose of thermal
insulation of walls, roofs, floors and ceilings of dwellings.

Note (1) These are supplied in the shape of plate, mat, sheet, etc.,
and are used in or on the walls and the like by inserting or
sticking as it is.

Remark: In this standard, units and numerical values given in { }
are in accordance with the International System of Units
‘ (SI), and are appended for informative reference.

2. Test Body

The test body, which is appropriate to the inside dimensions of opening
of heating box specified in 3.2, shall be cut off from the product. If the
dimensions of the product is smaller than the inside dimensions of opening
of the heating box, the test body shall be prepared joining by an
appropriate means( 2).

Note (2) For example, the foam plastic heat insulating materials
such as the foam polystyrene and heat insulating materials
which are wrapped with covering shall be bonded with
adhesives. Those materials without covering such as glass
wool, rock wool and the like shall be butt-jointed leaving
no clearance. Joined face may be wrapped with adhesive
tape, as required. Whichever method is employed, a method
which will not give large influence on heat insulting
quality is permissible.

Applicable Standards:

JIS A l414-Methods of Performance Test of Panels for Building
Construction

JIS C 1102-Electrical Indicating Instruments

JIS Z 8704~Electrical Methods of Temperature Measurement
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