
JAPANESE 
INDUSTRIAL 
STANDARD 

Translated and Published by 

Japanese Standards Association 

JIS A 1470-2: 2014 

(JTCCM) 

Determination of water vapour 
adsorption/desorption properties for 
building materials-Part 2: Response to 
temperature variation 

(Amendment 1) 

JIS A 1470-2:2008 was revised under date of December 22, 

2014. The revised items are included in this Amendment 1 and 

use this in combination with JIS A 1470-2:2008. 

ICS 91.100.01 

Reference number: JIS A 1470-2 : 2014 (E) 

PROTECTED BY COPYRIGHT 35 
Full document details: JIS A 1470-2-2014

http://avadocuments2026.com/doc/jis-a-1470-2-2014
http://avadocuments2026.com/doc/jis-a-1470-2-2014


A 1470-2 : 2014 

Foreword 

This translation has been made based on the original Japanese Industrial 
Standard established by the Minister of Economy, Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee in 
accordance with the Industrial Standardization Law. 

Consequently, JIS A 1470-2:2008 is partially replaced with this Amendment. 

Date of Establishment: 2002-08-20 

Date of Revision: 2014-12-22 

Date of Public Notice in Official Gazette: 2014-12-22 

Investigated by: Japanese Industrial Standards Committee 
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Technical Committee on Architecture 
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