IS Ax1802 &9 WE 4933608 0001103 & WM ~ ﬂ

E UDC 666.972.12.017:620.16:532.696.5

JAPANESE INDUSTRIAL STANDARD.

Methods of Test for Production
Control of Concrete
(Method of Test for Surface
Moisture in Fine Aggregate
by Centrifugal Force)

JIS A 1802

Translated and Published

by

Japanese Standards Association

Documents
Printed in Japan 4's

" A 1808l documen t details: JIS A 1802 0


http://www.avadocuments.com/doc/jis-a-1802-0
http://www.avadocuments.com/doc/jis-a-1802-0

JIS A%1802 &9 WN 4933508 000LLOY & mE

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Thu Atig 18 ol 045t 2Ctkils: JIS A 1802 0


http://www.avadocuments.com/doc/jis-a-1802-0
http://www.avadocuments.com/doc/jis-a-1802-0

N ——————————....

__JIS Ax1802 89 WE 4933608 0001105 T mm

UDC 666.972.12,017:620.16:532.696.5

JAPANESE INDUSTRIAL STANDARD JIS

" Methods of Test for Production Control of Concrete A 1802-1989
(Method of Test for Surface Moisture -
in Fine Aggregate by Centrifugal Force)

1. Scope

This Japanese Industrial Standard specifies the method of test for surface
moisture(2) in fine aggregate(!) by centrifugal force to be applied mainly to pro-

duction control of concrete.

Notes (!) As a rule, the sand and crushed sand complying with Appendix
1 of JIS A 5308 are the objects.

(2) The surface moisture obtained according to this test is called
as centrifugal surface moisture.

. 2. Devices for Test
Devices for test shall be as follows.

Further, the centrifugal machine and metal cup set in this are shown in
Reference Figure.

Reference Figure. Centrifugal Machine and Metal Cup
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Applicable Standards:

JIS A 5308-Ready-Mixed Concrete

JIS Z 8401-Rules for Rounding off of Numerical Values
Reference Standard:

‘ JIS L 0101-Tex System to Designate Linear Density of Fibres, Yarn Inter-
mediates, Yarns and Other Textile Materials
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