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A 1903 : 2008

Foreword

This translation has been made based on the original Japanese Indus-
trial Standard established by the Minister of Economy, Trade and Indus-
try, through deliberations at the Japanese Industrial Standards Com-
mittee in accordance with the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may
conflict with a patent right, application for a patent after opening to the
public, utility model right or application for registration of utility model
after opening to the public which have technical properties. The relevant
Minister and the Japanese Industrial Standards Committee are not re-
sponsible for identifying the patent right, application for a patent after
opening to the public, utility model right or application for registration of
utility model after opening to the public which have the said technical
properties.
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JAPANESE INDUSTRIAL STANDARD JIS A 1903 : 2008

Determination of the emission of volatile organic compounds
(VOCQ) for building products—Passive method

1 Scope

This Japanese Industrial Standard specifies the method for determination of the gen-
erated amount of flux of volatile organic compounds (herein after referred to as VOC)
emitted in the air from building products by a passive sampling using such as a sealed
cell and a sampling agent.

In addition, this Standard shall be applied to boards, wallpaper and floor materials,
insulating materials etc. for building and adhesives and paints used for their settings.

Guideline values for concentrations of contaminants in rooms indicated by the Miistry
of Health, Labour and Welfare in living environment are shown in Annex A.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute a part of provisions of this Standard. The most recent editions of the
standards (including amendments) indicated below shall be applied.

JISA 1901 Determination of the emission of volatile organic compounds and
aldehydes for building products—Small chamber method

JIS A 1902-1 Determination of the emission of volatile organic compounds and
aldehydes for building products—Sampling, preparation of test
specimens and testing condition—Part 1:Boards, wallpaper and floor
materials

JISA 1902-2 Determination of the emission of volatile organic compounds and
aldehydes for building products—Sampling, preparation of test
specimens and testing condition—Part 2:Adhesives

JISA1902-3 Determination of the emission of volatile organic compounds and
aldehydes for building products—Sampling, preparation of test
specimens and testing condition—Part 3° Paints and coating meterials

JISA1902-4 Determination of the emission of volatile organic compounds and
aldehydes for building products—Sampling, preparation of test
specimens and testing condition—Part 4 Heat-Insulating material
boards

JISA 1969 Indoor air—Sampling and analysis of volatile organic compounds by
solvent desorption/capillary gas chromatography Diffusive sampling

3 Terms, definitions, symbols and units
3.1 Terms and definitions

For the purpose of this Standard, the following terms and definitions are as follows:
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