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This Jazpenese Industrial

structural design

- steel frame work
residencas, schools, emergency residences, and others.
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JIS

A 3304-1973
(Reaffirmed:

1982)

Standard specifies the standard cf
svstems on the prefabricated temporary houses(l) of
structure to be furnisned to uses of offices,

zted temporary houses mentioned in tihis
andard also include the buildings to be usad tc ocher

uses than the temporary houses mentioned in Article 85
of the Building Standards Law, znd the accessory
buildings such as construccion shed and others are not

included.

(53

hall be classified

25 given i

3

Table 1.
Table 1
Tyvpe Svmbol
One-storey house Tvpe I
Two-storev house Tvpe II

3. Dimensions

3.1 Span Digensions The span dimensions shall be as given it
Tadble 2. A lengzh of 1.8 to 1.88 is indicated bv X.
) . Table 2
Span I ‘ \ \ I i
dimen- | 1.5 K‘ 2 K| 2.5K|2.75 K{3K[3.25 K[ 3.5 K| &K[45K 5K
sion l | l !

3.2 Ridge Directional Dimensions The ridge directional dimensions
shall be integer multiples of | K as the standard. However, in the
case wnere these are divided by the plane of structurz of diagonal
bracing in span direction, the maximum dimension shall be four times
the spzn dimension and be 10 ¥ or under.
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3.3 Ceiling Height of Livzng Room, Protruded Dimensicn cof Eave, and
Slope of Roof Dimensicns of raspective parts of the houses shall be
as given in Table 3.

Table 3
Name of Ceiling height of i Protruded dimen- | - -
. . b i Slope of roof
each part living rcom (cz=) ! sion of eave (cz=)! E
| :
Dimension 210 =im. | 45 max. i 1/10 to 4.5/10
j %
4, Structural Plan

4,1 Member Arrangezsant Tt shall be the framework structurs using
pillars and beams, and fioors znd walls, other than the pillars end
beams, shall be arranged eifactively so that the hecuse as a whole is
uniformly safe against lecads.

4.2 Arrangament of ¥ell Tace Diagonal Bracings The wall face
diggonel brzcings shell e zrrangaed in well balance and, cf which
numder iz each directiszn shzll e not less than the number which is
cgpeble o bezring the tozzl heorizontal foree.

4.3 Horizomtzl Bracinzgs The horizontzl bracings shall be zrranged
in the secend Ilcor and roof fzce in order that thess are capabls of
transmitting the horizeontel forcas being applied to ezch part of houss
to wzll face bracings safelv.

4.4 Mipnimum Placte Tnicknssses of Principal Structural Members The
plate thicknesses of scesis zo be used for the principal scructurzal
memtbers shall be not less zhan 1.6 mm.

4.5 Joints The joints shall have sufficient strength in struccurel
proof stress, and these shzil not cause any harmful local deformaticn.
5. Constituting Parrcs

5.1 Names and Symbols “he names and symbols of the constituting ;
parts shall be in accordzncs wich Table 4.

. Table 4

Naze Svabel ﬂ Naze Swobel
Roof glrder RG Wall panel el
Second ZIloor girder G Rocf parel R?
Column C Croundsill D
Tie rod(?) v Sleeper o}
Bracing 3 Cutdoor szair S
Floor panel F?
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5.2 Marerials Regarding the qualities, shapes and dimensicns of
materials constituting the parts specified in Table &4, those defined in
the cclumn of material of Tabie 35 shall be those as specified in the
column of qualities of materizls and shapes and dimensions, and those
equal or superior to these. -

Table S

Material Qualities oI material and shapes and dimensicns

JIS G 3101-Rclled Steel for General Structure
JI§ G Jssh-TarSon Steel Tubes for General Structural Purposes

Steels JIS G 3466-Cavbon Steel Square Pipes for General Structural
Purposes

JIS G 3350-iight Gauge Stesls for General Structure
JIS G 3112-3:asl Bars for Concrete Reinforcament

JIS G 3117-Rerolled Steel 3ars for Concrete Rainforcezent

Weldinz rods JIS§ Z 3211-Covered Electrodas for Miid Stael
JI5 3 115G-F2xegon Head 3olts
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JIS 3 1213-Cold Headed Rivers

Rivezs

JIS§ B 1214-Z2t Headed Rivers

JI1S A 3340-Turnbuckle for Suilding
Turnbucikles and
bracings JIS A 5351-Zzdy of Turnbuckle for Building

JIS A 5542-3clts of Turnbuckle for Builiding

JIS G 3302-Galvanized Sheets
Ji5 G 3312-?raccatad Galvanized Sheets
Steel plates JIS G 3131-Hct-rolled Mild Steel Plates, Shee:s and Sirip
JIS G 31%1-Coid Rolled Carhon Steel Shests and Strip
JIS G 3313~Zlectrolytic Zinc-coated Steel Shea:s
Venesers Otdinary vensars specifiad i{n JAS, spacial venzars
specified in JAS, incombustible venesrs specified in JSA
Nails JI5 A 5508-Rcund Wire Nails

5.3 Wooden Parts

5.3.1 Frame Works The frazme works shall be assembiad on
work teble by nailing the stiffeners of prescribed dimensions
mathods,
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