STD.JIS A 4Y41B8-ENGL 1995 EE 4933608 0538427 OThL HH

UDC  696.143.057.16 : 645.68 - 728 -

This standard was revised in 7, 1995

JAPANESE INDUSTRIAL STANDARD

Lavatory unit for dwellings

JIS AL4L4]18-1980

This copy is an English version of Japanese
Industrial Standard prepared by Japanese
Standards Association, the copyright holder.
Any further reproduction without permission
is prohibited.

Translation without guarantee :
+ In the cvent of any doubl arising, the original :
standacd in Japanesc is to be evidence

Translated
by

Japanese Standards Association

1-24, Akasaka 4, Minato-ku

Tokyo 107 Japan Documents

© IJSA, 1995 Document.Sharing Hub

Full document defails: JIS'A 4418-1980 (1995) - - B —


http://www.avadocuments.com/doc/jis-a-4418-1980-1995
http://www.avadocuments.com/doc/jis-a-4418-1980-1995

1.

STD.JIS A 44LA-ENGL 1995 HE 493308 0534828 T32 HE

UDC 696.143.057.16:645.68:728
JAPANESE INDUSTRIAL STANDARD JIS

Lavatory unit for dwellings A 4418-1980
(Reaffirmed: 1990)

Scope This Japanese Industrial Standard specifies the lavatory unit to be

used for dwellings(!) (hereafter referred to as "unit").

2.1
(1)

(2)

(3)

(4)

(5)

(6)

(7

(8)

2.2
(1)

(2)

Note () The lavatory unit means the chamber-type unit having the function
for washing face and hands or washing face and hands/washing
clothes.

Remarks: The units and numerical values given in { } in this Standard are
based on the international units system (SI), and are appended fo
informative reference. ‘

Material

Members Members shall be as specified in the following requirements.

The decorative metallic board shall comply with the standards specified in
Attached Table 1.

The decorative plywood sheet shall comply with the requirements of the corre-

sponding kind as specified in the Japanese Agricultural Standards for special
plywood sheet.

The decorative asbestos board shall comply with the standards as specified in
Attached Table 2.

The glass-fiber reinforced polyester (hereafter referred to as "FRP") board shall
comply with the standards as specified in appropriate items in Attached Table
3.

The aluminium extruded shapes shall comply with the requirements of JIS
H 4100 (Aluminium and aluminium alloy extruded shapes).

The rolled steel shall comply with the requirements of JIS G 3101 (Rolled steel
for general structure) or JIS G 3350 (Light gauge steels for general structure).

The steel sheets shall comply with the requirements of JIS G 3141 (Cold rolled
carbon steel sheets and strip). The stainless steel sheets shall comply with the
requirements of JIS G 4305 (Cold rolled stainless steel sheets and plates) or
JIS G 4307 (Cold rolled stainless steel strips).

Other materials shall comply with the corresponding Japanese Industrial
Standards, or the standards of relevant regulations.

Parts Parts shall be specified as follows.

The washbowl and fittings shall comply with the requirements of JIS A 5207
(Sanitary wares) and JIS A 5514 (Fittings for sanitary wares).

The vanities and medicine cabinet shall comply with the requirements of JIS
A 4401 (Vanities).

Cited standards: Cited standards are demonstrated in page 12.
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(3) The faucets and ball taps shall comply with the requirements of JIS B 2061

(Faucets). ‘

(4) The piping materials shall comply with the requirements of JIS A 4413 (Piping

unit for dwellings). '

(5) The electrical products shall comply with the requirements of the regulations

such as The Electric Appliance and Material Control Law.

(6) Other parts shall comply with the Japanese Industrial Standards or the stan-

dards of relevant regulations.

3.  Construction The construction of the units shall be specified as follows.

(1) The parts which shall be incorporated in the units shall be as specified in

Table 1.
Table 1

Parts which shall Parts which are

be incorporated preferably incorporated
Faucets and ball taps Toilet shelf
Washbowl]
Mirror
Towel hangar
Illumination appliance
Plug socket

(2) The unit shall have practically sufficient strength against external forces.

(3) The unit shall be stable by self-supporting or being fixed to the architectural

bodies, and safe against the vibrations. '

(4) The parts such as ends of metallic plates and small screw holes where rust

and corrosion may be considered shall not be exposed to the inside of the unit.

(5) As for wooden parts which are directly in contact with water corrosion-proof

shall be considered.

(6) Members and parts of the unit shall generally be capable of maintenance,

examination, repairs or exchange.

(7) The unit shall be capable of withstanding vibrations and shocks in transporta-

tion, unloading or the like.

(8) If the metallic members where electrical wirings contact or penetrate are

accessible to human body, protection from leak shall be considered.

(9) The arrangement of the parts of the unit shall be considered so that the move-

ment in the lavatory may be smoothly and safely achieved.

(10) The illumination of the parts to be used for shaving, toileting, face and hands
washing or the like shall be 150 Ix or over at the location of 150 mm above
the front edge of the washbowl.

(11) The floor shall be easily cleaned.
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(12) When the unit is also used as the washing room, countermeasures shall be
made in the vicinity of the floor where the washing machine is placed so that
no water leakage may be caused.

(13) The plug socket for the washing machine shall be of 15 A type or over and
with grounding device.

(14) Appropriate considerations shall be made for water supply or water supply/
hot water supply to the washbowl in order to prevent pollution.

4. Dimensions The dimensions of the unit shall be as specified in JIS A 0012
(Modular co-ordinating sizes of sanitary unit for dwellings).

5. Appearance The appearance of the unit shall be in accordance with the
following requirements.

(1) FRP parts The FRP parts shall be excellent in the surface finishing, and
shall %e free from remarkable defects such as cracks, chipping, pinholes, ir-
regular color and deformation.

(2) Metallic parts

(a) The surface finish shall be excellent, and the surface shall be free from
remarkable defects such as cracks, flaws, rust and cavity.

(b) The painted part shall be free from remarkable defects such as peeling,
irregular coating, damages and rust.

(¢) The plated part shall be free from remarkable defects such as peeled
plating.

(d) The parts where aniti-corrosion is necessary, the anti-corrosion treatment
shall be made.

(8) Others The appearance of other parts shall be free from remarkable defects
or remarkable unpleasant odor.

6. Performance

6.1 Functions The functions of the unit shall be in accordance with the following
requirements.

(1) The unit shall be capable of face washing and hands washing.

(2) The unit shall be capable of water supply or water supply/hot water supply to
the washbowl.

(3) A mirror shall be provided.
(4) The space to place soap, shampoo or the like shall be available.

(5) When the unit is also used to change clothes, the space to change clothes shall
be sufficient.

(6) In the case of the toileting/washing room, the space to place a washing ma-
chine shall be available.

(7) The unit shall be capable of surely discharging the water from the washbowl.
(8) The unit shall be capable of ensuring non-return of the bad odor of the water
discharged from the washbowl.
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