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JAPANESE INDUSTRIAL STANDARD JIS

Trapless Water Toilet Bowls A 5105-1988

1. Scope

This Japanese Industrial Standard specifies the trapless water toilet bowls (1)
to be used mainly for residence, hereinafter referred to as the "toilet bowls".

Note (') The trapless water toilet bowl herein means the toilet bowl to be
used by connecting with a dipping up night soil tank, and its
washing water required for once washing or washing liquid amount,
hereinafter referred to as the "washing water amount", is not more
than 500 ml.

Remark: The units and numerical values given in { } in this Standard are
in accordance with the International System of Units (SI), and are
appended for informative reference.

. 2. Name of Each Part
The name of each part of toilet bowls shall be as given In Fig. 1 and Fig.
2.
Fig. 1. Western Style Toilet Bowl Fig. 2. Japanese Style Toilet Bowl
(Example Figure) . (Example Figure)
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_ Applicable Standards: See page 12.
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3. Classification ‘

The classification of toilet bowls shall be as follows:

(1) Western Style Toilet Bowls

(a) Tank tightlock coupling type Class 1 (refer to Fig. 3.1)
(b)  Tank tightlock coupling type Class 2 (refer to Fig. 3.2)
(c) Tank tightlock coupling type Class 3 (refer to Fig. 3.3)
(d) Tank separating type Class 1 (refer to Fig. 3.4)
(e) Tank separating type Class 2 (refer to Fig. 3.5)

(2) Japanese Style Toilet Bowls (2)

(a) Tank tightlock coupling type (refer to Fig. 4.1) ' '
(b) Tank separating type Class 1 (refer to Fig. 4.2)
(c) Tank separating type Class 2 (refer to Fig. 4.3)
(d)  Tank separating type Class 3 (refer to Fig. 4.4)
Note (?) These include Japanese style toilet bowls for both uses to be set
with attaching stages on floor so as to be capable of using for
faeces and urine of male.

4, - Performance

The toilet bowl shall be tested according to 9. and, comply with the
specification of Table 1.
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Table 1
Testing
Item Performance method
Totlet tissue paper is exhausted completely
: to outside of toilet bowl and the trace
Washing property of red ink on the washing surface does 9.1
not remain.
Water stopping There is no water leak. 9.2
property
Odour preventive | ppore s no leakage. 9.3
property
Operating
property No abnormality is generated. 9.4
Contamination '
property Trace of crayon is not remarkable. 9.5
Cover load Cover is free from abnormalities such 9.6
strength as deformation, fissuring, fallure, etc. :
Seat load The seat is free from abnormalities such 9.7
strength as deformation, ‘fissuring, fallure, etc. ‘
Seat and seat fixing part are free from
SS,;ZE 1511;; act abnormalities such as deformation, 9.8
_ g fissuring, failure, etc.

Function and Structure

5.1 Function

The function shall be as follows:

(1) Under the normal using condition and good maintenance control, the
toilet bowl has sufficient endurance.

(2) At the time of using, the operation is easy and the safety Is secured.

(3) In cases of maintenance checking and repairing, the detaching and
decomposition can be carried out easily and the exchange of parts can

5.2 Structure

(1)

(2)

be carried out easily.

The structure shall be as follows:

Stable washing water amount which does not receive the influence such’
as varlation of supply water pressure, difference in set conditions, etc.,
can be obtained.

The toilet bowl body is hygienic and has odour preventive structure by
using closing valve at exhaust opening or the like.
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