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Hollow Glass Blocks A 5212-1979
(Reaffirmed: 1983)

1. Scope

This Japanese Industrial Standard specifies the hollow glass blocks to
be used mainly for openings, partitions, etc. of building, hereinafter
referred to as the "glass blocks".

Remark: The units and numerical values given in { } in this
Standard are based on the International System of Units
(SI) and are appended for informative reference.

2. Classification

The glass blocks shall be divided as follows according to shape and
dimensions:

(1) Division according to shape and modular nominal dimension:
Square glass blocks
125, 150, (155), 200
Regtangle glass blocks
125 x 250, (155 x 310)

Remark: The modular nominal dimensions shown in parentheses
are permitted for the present.

(2) Division according to dimension of thickness
50, 80, 95

3. Material and Manufacture

3.1 Material The glass to be used for glass blocks shall be soda lime
glass of uniform quality, having alkali elution amount not more than 1.5 mg.

Further, the mixing materials such as colouring agents, and the like
- shall have stability and endurance and the using amount shall be such
- amount that it does not give harmful influence to quality of product,

Applicable Standards:

JIS A 1414-Methods of Performance Test of Panels for Building
Construction

JIS A 1420-Testing Method for Thermal Resistance of Heat Insulating
Materials for Dwellings

JIS R 3502-Test Method of Glass Apparatus for Chemical Analysis
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