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JAPANESE INDUSTRIAL STANDARD JIS
@ Concrete Flags A 5304-1988

1. Scope

This Japanese Industrial Standard specifies the concrete flags to be used
mainly for the sidewalk, hereinafter referred to as the "flags".

Remark: The units and numerical values given in { } in this Standard
are based on the International System of Units (SI) and are
appended for informative reference.

2. Classification

As shown in Table 1, the flags shall be divided into the ordinary concrete
flags for sidewalk, hereinafter referred to as the "ordinary flags", the
concrete coloured flags for sidewalk of which the surface for exposure has
been coloured, hereinafter referred to as the "colour flags", the washed
aggregate concrete flags for sidewalk of which the surface for exposure
is finished to expose aggregates by washing, hereinafter referred to as the
"washed aggregate flags" and the imitation stone concrete flags for sidewalk
of which the surface for exposure is finished by patting, hereinafter
referred to as the "imitation stone flags".

Table 1. Class and Load for
Bending Strength

Class ggggif{%r strength| Span L
(Abbreviation) kgf{kN) mm
Ordinary 300 1200 {11.77}
flag
(N) 330 1300 {12.75}
Colour fiag 300 1200 {11.77}
© 400 1600 {15.69} 240
300 1200 {11.77}
Washed 400 1600 {15.69}
o et | 450 1800 {17.65}
() 300 B 500 { 4.90)
480
450 B 750 { 7.36}
300 1200 {11,77}
Initation 400 1600 {15.69} 240
Sto?g) flag | 450° 1800 {17.65}
300 B 500 { 4.90}
480
450 B 750 { 7.36}

Applicable Standards: See page 7.
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