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@) JIS A 5317:1996

Reinforced concrete manhole
blocks for sewerage works

1 Scope This Japanese Industrial Standard specifies the reinforced concrete manhole

> Remarks :

blocks (hereafter referred to as “blocks”) used mainly for sewerage works.

The following standards are cited in this Standard:

JIS A 1108
JIS A 5011
JIS A 5308
JIS A 6201
JIS A 6204
JIS A 6206
JIS G 3532
JIS G 3551
JIS R 5210
JIS R 5211
JIS R 5212
JIS R 5213

Method of test for compressive strength of concrete
Slag aggregate for concrete

Ready-mixed concrete

Fly ash for use in concrete

Chemical admixtures for concrete

Ground granulated blast-furnace slag for use in concrete
Low carbon steel wires

Welded steel wire fabrics

Portland cement

Portland blast-furnace slag cement

Portland pozzolan cement

Portland fly-ash cement

2 Classification The blocks shall be classified as shown in Table 1 according to
shapes. '

Table 1 Classification

Classification Shape

Tapered wall
Straight wall

Upper diameter is smaller than lower part.

Upper and lower diameters are equal.

, 3 Quality

3.1 Appearance The blocks shall be free from defects harmful in use such as flaws,
- cracks, chips, warping, etec.

3.2 Compressive strength The compressive strength of the concrete to be used
for the blocks shall be tested in accordance with the specification in 8 and be not
less than 25.0 N/mm? at the time of shipping.

4 Shape, dimensions, bar arrangement and dimensional tolerances The shape,
dimensions, bar arrangement and dimensional tolerances of the blocks shall be as
specified in Fig. 1 and Table 2. The covering depth of the reinforcement shall be
12 mm or more.
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