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JAPANESE INDUSTRIAL STANDARD JIS

‘ Concrete Blocks for Retaining Wall and Revetment A 5323-1990

1. Scope

This Standard specifies the concrete blocks for retaining walls and revetments (hercafter
referred to as the "concrete blocks").

Remark: The units and numerical values given in { } in this Standard are based on the
International System of Units (SI) and are appended for informative reference.

2. Classification and Mass Division

The classification and mass division of the concrete blocks shall be as given in Table 1.

Further, the classification shall be determined by the shape and dimensions of the face(}),
. and the mass division shall be denoted, for the time being, as A for the blocks which have the

mass not less than 350 kg per m? of stacked area, and B for the blocks 300 kg or over to and ex-
cluding 350 kg,

Note (1) The face is the portion of the surface exposed to the open air after the execution

of works,
‘ Table 1. Classification and Mass Division (Mass per One Block)
Unit: kg
Mass division For reference
A B 2
Class Number of concrete blocks per m
' 1 41.2 or over 35.3 or over to and excl. 41.2 85
2 35,0 or over 30.0 or over to and excl. 35.0 10.0
3 394 or over 33.7 or over to and excl. 39.4 8.9
4 43.8 or over 37.5 or over to and excl, 43.8 8.0
S 41.2 or over 35.3 or over to and excl. 41.2 85
6 420 or over 36.0 or over to and excl. 42.0 83
7 36.8 or over 31.5 or over to and excl, 36.8 9.5
8 37.8 or over 32.4 or over to and excl. 37.8 93
9 42.0 or over 36.0 or over to and excl. 42.0 83
10 473 or over 40.5 or over to and excl. 47.3 74
1 52.5 or over 45.0 or over to and excl. 52.5 6.7
12 49.0 or over 42.0 or over to and excl. 49.0 71
13 31.5 or over 27.0 or over to and excl. 31.5 111
14 38.1 or over 32.7 or over to and excl. 38.1 9.2
. 15 429 or over 36.8 or over to and excl. 42.9 82
17 328 or over 28.1 or over to and excl. 32.8 107
18 36.5 or over 31.3 or over to and excl. 36.5 9.6
3. Quality

Y

3.1 Appearance The concrete blocks shall be free from harmful flaws and excellent in exter-
nal appearance.

. 3.2 Compressive Strength The minimum compressive strength of the concrete blocks shall be
180 kgf/cm? {1.77 kN/cm?} at the time of delivery.

Applicable Standards and Reference Standard: See page 6.
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