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I @ JAPANESE INDUSTRIAL STANDARD JIS

Reinforced concrete gutters for roadside A 5345-1992

1. Scope

This Japanese Industrial Standard specifies the body and cover of
reinforced concrete gutters (hereafter referred to as gutters) which are
used in parallel with footways and carriage ways.

Remarks 1. Applicable standards to this Standard are as follows:

JIS A 5011-Air-Cooled Iron-Blast—Furnace Slag Aggregate for
Concrete

JIS A 5012-Granulated Blast Furnace Slag Fine Aggregate for
Concrete

JIS A 5308-Ready - Mixed Concrete
. JIS A 6201-Fly Ash
JIS A 6204-Chemical Admixtures for Concrete
JIS B 7733—Compression Testing Machines
JIS G 3112~-Steel Bars for Concrete Reinforcement
JIS G 3532-Low Carbom Steel Wires
JIS G 3551—Welded Steel Wire Fabrics
JIS R 5210-Portland Cement
JIS R 5211-Portland Blast-Furnace Slag Cement
JIS R 5212-Portland Pozzolan Cement
. JIS R 5213-Portland Fly-Ash Cement
JIS Z 8401-Rules for Rounding Off of Numerical Values
2, The units and numerical values given in{ } in this
Standard are based on the International System of Units
(8I) and are appended for informative reference.
Further, the traditional units and numerical values in this

Standard shall be converted to SI units and numerical
values on April 1, 1995,
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2. Classification

Gutters shall be classified as given 1in Table 1 according to the

application,

Table 1,

Classification

Class

Application

Class 1| Gutters principally used for footways

Class 2| Gutters principally used in parallel with carriage ways

3. Quality

3.1 Appearance

warping, ete., injurious to use.

3.2 Bending strength

Gutters shall be free from flaws, fissures, chips,

Gutters, when subjected to the bending test

specified in 7,, shall have the bending strength load not less than that

specified in Tables 2 to 5.

Table 2,

Bending strength load of body

(Applicable until the end of March, 1995)
Unit: kgf/m{kN/m}

Bending strength load

Span L

pesignation Class 1 Class 2 ?mm)

250 2000{19,61} | 2600{ 25,50} | 250

300A 1600 {15.69} | 2700{26.48} | 300

3008 2000{19.61} | 3100{30.40}

300C 2400{23,54} | 3700{ 36,28}

400A 1500{14.71} | 2800{27.46} | 400

4008 1800{17.65} | 3200{ 31,38}

500A 1400{13.73} | 3000{29.42} ; 500

500B 1700{16.67} | 3700{ 36,28}
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‘ Table 3. Bending strength load of body
(Applicable from April 1, 1995)
Unit: kN/m
Designation Bending strength load Sf(’ig) I
Class 1 Class 2
) 250 19.7 25.5 250
300A 15.7 26.5 300
300B 19.7 30.4
300C 23.6 36.3
‘ 400A 14.8 27.5 400
400B 17.7 31.4
500A 13.8 29.5 500
500B 16.7 36.3
Table 4. Bending strength load of cover
(Applicable until the end of March, 1995)
Unit: kgf{kN}
Designation Bending strength load Sl();:l) L
Class 1 Class 2
250 900{8.83} | 2700{26.48}| 300
’ 300 800{7.85} 2900{28.44}| 350
400 900{8.83} 3000{29.42} | 450
500 3200{31.38} 1 560
o
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