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Foreword 

This translation has been made based on the original Japanese Industrial 
Standard revised by the Minister of Economy, Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 
as the result of proposal for revision of Japanese Industrial Standard 
submitted by Japan Precast Concrete Standard (JPCS)/Japanese Stand­
ards Association (JSA) with the draft being attached, based on the provi­
sion of Article 12 Clause 1 of the Industrial Standardization Law appli­
cable to the case of revision by the provision of Article 14. 

Consequently JIS A 5365:2010 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with patent rights, applications for a patent after opening to 
the public or utility model rights. The relevant Minister and the Japanese 
Industrial Standards Committee are not responsible for identifying any of 
such patent rights, applications for a patent after opening to the public or 
utility model rights. 
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JAPANESE INDUSTRIAL STANDARD JIS A 5365 : 2016 

Precast concrete products - General rules for 
method of inspection 

1 Scope 

This Japanese Industrial Standard specifies general requirements for inspecting 
manufactured precast concrete products (hereafter referred to as "products"). However, 
this Standard does not apply to concrete products for buildings specified in other Jap­
anese Industrial Standards. 

In addition, the comparison table between the previous and current editions of this 
Standard on technically significant revisions is given in Annex A. 

NOTE: This Standard is intended for inspection of products manufactured after 
repetitive manufacturing, and not intended for "type inspection". 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards (in­
cluding amendments) indicated below shall be applied. 

JIS A 0203 Concrete terminology 

JIS A 5363 Precast concrete products - General rules for methods of performance 
test 

JIS Z 9015-0 Sampling procedures for inspection by attributes - Part 0: Intro· 
duction to the JIS Z 9015 attribute sampling system 

3 Terms and definitions 

For the purposes of this Standard, the terms and definitions given in JIS A 0203, JIS 
Z 9015-0, and the following apply. 

3.1 100 % inspection 

inspection conducted on all inspection units in a lot 

3.2 sampling inspection 

inspection for judging the pass/failure of a lot, conducted by taking samples from the 
lot as predefined and comparing them with the lot acceptance criteria 

3.3 inspection without testing 

inspection based on relevant quality and technical information, omitting sample tests 

3.4 final inspection 

inspection that the manufacturer performs for quality assurance of products 

3.5 delivery inspection 
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inspection at the time of delivery, aimed at confirming that the product satisfies the 
required characteristics 

4 Types of inspection and inspection method 

The types of inspection and inspection method shall be as given in Table 1. 

Examples of applications according to the type of inspection method are as given in 
Table 2. 

Table 1 Type of inspection and inspection method 

Inspection Inspection method 
a) Final inspection a) 100 % inspection 

b) Sampling inspection 
c) Combina tion of the above 

b) Delivery inspection a) 100 % inspection 
b) Sampling inspection 
c) Inspection without testing 
d) Combina tion of the above 

Table 2 Type of inspection method and examples of its application 

Inspection method Major application 
a) 100 % inspection 1) When failure to identify defective products could cause physical 

injuries or serious damages for the user. 
2) When the inspection is cost-effective. For example, when quick 

and efficient test or measurement of stable accuracy can be 
performed, e.g. visual inspection of appearance, automatic in-
spection of dimensions. 

3) In other special cases, e.g. when sufficient amount of past in-
spection data is not available. 

b) Sampling inspection 1) When a 100 % inspection is impracticable due to limited budget 
and time. 

2) When required amount of information on the qualities of the 
product to be supplied is not available. 

3) When the quality of the product to be supplied varies between 
lots, or when the number of lots is too small to adopt the in-
spection without testing. 

c) Inspection without 1) When performing delivery inspection without testing for prod-
testing ucts with the marking of quality assurance. 

2) When checking the test record of the manufacturer and omit-
ting the sampling inspection in delivery inspection of the prod-
ucts by referring to positive long-term records of inspection and 
use. 

5 Recommended criteria for selection of inspection method 

5.1 Sampling method 

When adopting sampling inspection, take the past inspection data into consideration. 
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