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Plastics spacers for precast concrete A 5390-1993

1. Scope This Japanese Industrial Standard specifies plastics spacers used for
fixing the position of reinforcing steel bars in reinforced concrete products manufac-
tured in factories (hereafter referred to as "spacers").

Remarks 1. The following standards are cited in this Standard:
JIS G 3112 Steel bars for concrete reinforcement
JIS G 3532 Low carbon steel wires
JIS K 6747 Polypropylene moulding materials
JIS K 6748 Polyethylene moulding materials
JIS K 7110 Method of izod impact test for rigid plastics

JIS K 7112 Methods for determining the density and specific
gravity of plastics

JIS K 7118 Testing method for tensile properties of plastics

JIS K 7206 Testing method for vicat softening temperature of
thermoplastics

JIS K 7210 Testing method for melt flow rate of thermoplastics
JIS K 7215 Testing methods for durometer hardness of plastics

2. The unit and numerical values shown in { ) in this Standard
are based on the International System of Units (SI) and are
appended for informative reference.

The traditional units and values in this Standard are
scheduled to be converted to SI units and values on April 1, 1995.

2. Classification Spacers shall be classified as shown in Table 1 according to
the combination of the outer diameter of the spacer and the size of the reinforcing
steel bar used.
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Table 1. Classification

Diameter (mlm) or Outer diameter of spacer (d) mm
designation(!) of

reinforcing steel

bar used 18| 20| 25| 28| 30| 35 65| 60| 65| 70| 80| 90
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Note (!) The diameters or designations of the reinforcing steel bar used are in
' accordance with JIS G 3532 and JIS G 3112.

3. Quality

3.1 Appearance Spacers shall be free from cuts, deformation, burrs or others

harmful to use.

3.2 Compressive strength Spacers shall have a compressive strength equal to
or higher than the value shown in Table 2 and Table 3 when subjected to the com-
pressive strength test specified in 6.
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