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‘ JAPANESE INDUSTRIAL STANDARDS JIS

Asbestos Cement Pipes A 5405-1982

1. Scope
This Japanese Industrial Standard specifies the asbestos cement pipes
which have been manufactured from cement and asbestos as principal raw

materials, mainly to be used for chimmeys.

E 2, CGClassification

The asbestos cement pipes shall be classified as given in the following,
according to their heat resistance, pipe diameter and shape.

2.1 Classification According to Heat Resistance Ordinary pipes and nozzle
pipes

. 2,2 Classification According to Pipe Diameter No. 3.5, No. 4, No. 4.5,
No. 5 and No. 6

2.3 (Classification According to Shape Straight pipes and specials (1)

Note (1) The specials consist of crosses, bends, tees, etc.

3. Raw Materials and Manufacture

3.1 Raw Materials

3.1.1 Cement The cement shall generally be the ordinary portland cement
specified in JIS R 5210.

3.1.2  Asbestos The asbestos shall be -excellent in qualities and shall
not contain materials which inflict harmful effects on properties of products.

Furthermore, a part of the asbestos may be substitude by other inorganic
. fibers and organic fibers (2) which inflict no harmful effect on properties of
products. :

Note (2) 1In the case where the organic fibers are used, these shall
be not more than 5 % of the mass of the raw materials.

3.1.3 Admixtures In the case where any siliciferous material and other
. admixtures are used, these shall not be those which inflict harmful effects
on properties of products.

Applicable Standards:
. JIS C 2520-Electric Heating Wires and Ribbons

JIS R 5210-Portland Cement '
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