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‘ JAPANESE INDUSTRIAL STANDARD JIS

Terrazzo Blocks A 5411-1977
(Reaffirmed: 1982)

1. Scope

This Japanese Industrial Standard specifies the terrazzo blocks to be
used mainly for finishing materials of building. Provided that the special
terrazzo blocks (!) are excluded.

Note (!) The special terrazzo block is defined as the terrazzo block
made from the crushed stones or artificial aggregate not
corresponding to the specification of 2.2.

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),
' and are appended for reference.

2. Materials and Manufacturing Method

2.1 The cement to be used shall be the cement specified in JIS R 5210.
Further, the white portland cement may be used

2.2 The crushed stone to be used for the surface layer shall be pro-
duced by crushing marble, serpentine and granite and shall be mixed
appropriately with fine grains and coarse grains and the maximum grain size
shall be not larger than 15 mm (?).

Note (?) 15 mm corresponds to the standard sieve of 15.9 mm specified
in JIS Z 8801.

2.3 The aggregate to be used for the back side layer shall be clean,
firm, durable and free from harmful amounts of dusts, muds, organic
matters, etc. and further, be mixed appropriately with fine grains and

. coarse gzrains. The maximum size of aggregate shall be not larger than
15 mm (%).

2.4 The colorant and other admixture shall not impair the quality of
product.

2.5 The reinforcing steel wire shall be the ordinary steel wire specified

. in JIS G 3532 and it shall be placed at intervals of 5 to 15 cm lengthwise
and breadthwise according to the size of terrazzo block. The diameter of
reinforcing steel wire shall be not less than 3.40 mm. However, one part
or all of the reinforcing steel wire may be omitted and the steel strip (3)
equal or superior to the reinforcing steel wire in effectiveness and other
appropriate reinforcing bar may be used, as agreed upon between the
parties concerned.

Note (3) The steel strip shall be that specified in JIS G 3131,

Applicable Standards and Reference Standard: See page 6.
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