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. JAPANESE INDUSTRIAL STANDARD JIS
Rock Wool Sheathing Boards A 5451-1980
1. Scope
" This Japanese Industrial Standard specifies the rock wool sheathing boards,

hereinafter referred to as the '"rock wool boards'", formed by sheet making from
rock wool as the principal raw material, and to be used for the interior or

r , exterior backing materials mainly of buildings, for the purposes of thermal
insulation and fire protection.

Remark: In this standard, units and numerical values given in { } are
in accordance with the International System of Units (SI), and are
appended for reference.

. 2. Types

The rock wool boards shall be classified as given in Table 1 according to
the surface conditions.

Applicable Standards:

‘ JIS A 0006-Standard Size of Boards for Buildings

JIS A 1321-Testing Method for Incombustibility of Internal Finish Material
and Procedure of Buildings

JIS A 1408-Method of Bending Test for Boards of Buildings

JIS A 1420-Testing Method for Thermal Resistance of Heat Insulating
Materials

JIS A 6921-Wall Paper and Wall Coverings for Decorative Finish

' JIS A 6922-Adhesives for Wall Paper and Wall Coverings for Decorétive
Finish

JIS A 9504-Rock Wool Heat Insulating Material
JIS L 08056-Grey Scale for Assessing Staining
JIS R 3201-Sheet Glass
‘ JIS Z 8401-Rules for Rounding Off of Numerical Values
JIS Z 9001-General Rules for Sampling Inspection Procedircs
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Table 1
Types Surface condition
N Non-ground
G Ground
C Backing-conditioned (1) in addition to grinding '
Note (1) The backing conditioning shall be a kind of surface
treatment to be processed improving the workabilities
in cloth-hanging, painting, plastering, etc.
3. Raw Materials and Manufacture _
| O

3.1 Raw Materials The raw materials shall be as the following:

(1) Rock Wool The rock wool used shall be that specified in JIS A 9504.

(2) Binder The binder used shall be of the thermosetting resin and the
like having water-resisting property.

(8) Admixtures The admixtures used shall be of organic fibres, pearlite,
etc., and these shall be used in an extent that will not give harmful

effects on qualities of the products.

3.2 Manufacture 'The rock wool boards shall be manufactured as follows:
Mix rock wool, as a principal raw material, with admixtures and binder, adding
an adequate quantity of water, form by sheet making into shape of board, and
carry out drying and thermosetting.

Furthermore, those of Type G shall be surface-ground, and those of Type C .
shall be processed with an adequate backing conditioning after surfaces have been
ground.

4., Shape, Dimensions and Tolerances

The rock wool boards consist of the standard goods and ordered goods. The
shape, dimensions and their tolerances shall conform to the following:

(1) Standard Goods The length and width of the standard goods shall conform
to Fig. 1, and the thickness shall be 12 mm, 15 mm and 20 mm. The
dimensional tolerances shall conform to Table 2.
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