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UDC 691. 88: 672. 886: 621. 886. 1

JAPANESE INDUSTRIAL STANDARD JIS

Pins and studs A 5529-1995
for powder actuated tool

1. Scope This Japanese Industrial Standard specifies the pins and studs
driven into concrete or steel products by using powder actuated tools fit to drive
pins and studs (hereafter referred to as "pins").
Remarks 1. The following standards are cited in this Standard:
JIS B 1180 Hexagon head bolts and hexagon head screws
JIS G 3101 Rolled steel for general structure
JIS H 8610 Electroplated coatings of zinc on iron or steel

JIS Z 9001 General rules for sampling inspection proce-
dures

2. The units and numerical values given in { } in this Standard
are in accordance with the traditional unit system, and are
appended for informative reference.

2. Classification  The pins shall be classified as follows according to powder
actuated tools fit for pins and shapes of pins.

(1)  Classification according to powder actuated tools fit for pins shall be as
given in Table 1.

Table 1. Classification according to powder actuated tools

Classification according to Symbol
powder actuated tool

Pins for high speed powder

actuated tool H

Pins for low speed powder

actuated tool L

(2) Classification according to shapes of pins shall be as given in Table 2.

Table 2. Classification according to shape

Classification according to shape Symbol
Pins with head A
Pins with single-eye I
Pins with thread N
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