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In the event of any doubt arising, .
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association. .

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.
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UDC 665.93
JAPANESE INDUSTRIAL STANDARD JIS
Adhesives for plastic foam board A 5547-1996

1. Scope This Japanese Industrial Standard specifies the adhesives used in
sticking polystyrene foam board or rigid urethane foam board (}) (hereafter referred
to as “plastic foam board”) on the wall surface or ceiling surface of building and
the like (hereafter referred to as “adhesives”).

Note (') Rigid urethane foam board is the board made by laminating poly-
ethylene coated paper, laminated aluminium foil and the like as
face material.

Remarks 1. The standards cited in this Standard are shown in Attached
Table 1.

2. The units and numerical values given in { } in this Standard
are based on the traditional unit system and appended for
informative reference.

2. Classification The adhesives shall be classified as shown below:

2.1  The classification according to the type of the plastic foam board are as
follows:

(1) For polystyrene foam board
(2)  For rigid urethane foam board (with polyethylene coated paper)
(3)  For rigid urethane foam board (with laminated aluminium foil)

2.2 The classification according to the main component of the adhesives shall
be as shown in Table 1.

Table 1. Classification according to main component of adhesives

Type Symbol Main component
Vinyl resin Solvent type Vs Composed mainly of vinyl resin or its copolymer including
series - that mixed with other resin, plasticizer, filler, organic
Emulsion type Ve solvent and water.

Rubber series | Solvent type Ss Composed mainly of natural rubber or synthetic rubber

including that mixed with other resin, softener, filler,
Latex type S, organic solvent and water.

Reclaimed rubber series Rs Composed mainly of reclaimed rubber including that mixed

solvent type with other rubber, resin, softener, filler, organic solvent and
water.

Epoxy resin series E Two-part adhesive composed mainly of epoxy resin (main
part) and polyamine, etc. (hardener); including that in
which each part contains other resin and filler.

Polymer cement series Pe Adhesive made by mixing rubber latex, resin emulsion, etc.
in cement or cement mixture.
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2.3 The classification according to the position where adhesives are used shall
be as follows:

(1) For interior use (wall)
(2) For interior use (ceiling)

(3) For exterior use .

3. Quality The quality of the adhesives shall be as follows:

(1) The adhesives are uniform in quality and free from the mixture of foreign
material recognized to be detrimental to bonding.

(2) The adhesives shall not deform the plastic foam board and backing material
to be used or erode them.

(3) The adhesives shall conform to the requirements shown in Table 2 when
tested in accordance with 4.

(4) The adhesives shall be of the quality conforming to the specifications in (1)
to (3) even after being kept for the term of effectiveness or until its expira-
tion date of effectiveness at the ordinary temperature and ordinary humid-
ity (3.

Note (*) Ordinary temperature and ordinary humidity mean the tempera-
ture of 20 £ 15°C and the humidity of (65 £ 20)% respectively
specified in JIS Z 8703.

(6)  The specific gravity of the adhesive shall be tested in accordance with 4.6
and described in the marking specified in 7. For the adhesives of two-parts
or more, the specific gravity of mixture shall be taken.

(6) The adhesives shall be tested in accordance with 4.7 and the limit time for
bonding be described in the marking in 7. Besides, for the epoxy resin se-
ries adhesives, the test specified in 4.8 shall be carried out and the working
life be written in the marking in 7.
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