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@ JAPANESE INDUSTRIAL STANDARD JIS

Plastic Covers for Bathtubs A 5708-1976
(Reaffirmed: 1979)

1. Scope

i This Japanese Industrial Standard specifies the plastic covers for bathtubs
or the covers for bathtubs the surfaces of which have been coated by plastics,
o hereinafter referred to as the "covers for bathtubs'.

Remark: The units and numerical values given in{ }in this standard
are in accordance with the International System of Units (SI),
and are appended for reference.

2. Materials

l For manufacturing the covers for bathtubs, the following materials shall be
used separately or in combination.

2.1 Materials to Be Used Separately The plastics, such as polypropylene,
ABS resin, polyvinyl chloride, polystylene.

2.2 Materials to Be Used in Combination

(1) Materials to Be Used as Core The wood, waterproof plywood (1),
plastics (include reinforcements), ete.

(2) Materials to Be Used as Surface Covering Material (which may serve for
a connecting material) The plastics, such as polyvinyl chloride and
polyester resin.

Note (1) The safety cover shall be Class 1 of the ordinary plywood as
specified in the Japanese Agricultural and Forestry Standard.

. Applicable Standard:

JIS Z 9001-General Rules for Sampling Inspection Procedures
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- 3. Classification and Designation

3.1 Clasgification According to Form The covers for bathtubs shall be
classified as follows according to the form.

(1) Single Cover The cover of a type which covers the bathtub with
a single plate.

(2) Combination Cover The cover of a type which covers the bathtub in
combination of not less than two plates.

(3) [Folding Cover The cover made of not less than two plates of core
which have been covered and connected with the plastics, such as
polyvinyl chloride and others, and of type capable of folding.

4) Shutter Cover The cover made of slender pieces or thin bars which
have been jointed with engaging to each other, and capable of rolling. ’

3.2 (Clasgsification According to Slip Resistance

(1) Safety Cover The cover having a value of slip resistance of not less
than 15 kgf {147.1 N }.

(2) Ordinary Cover The cover having a value of slip resistance of not
less than 4 kgf {89.2 N }.

3.3 Designation The designation of covers for bathtubs shall be as shown in
the following examples according to the materials in 2. and the classification in
3.1 and 3.2.

Example: Plywood single ordinary cover for bathtub (2)
Polystyrene combination safety cover for bathtub
Plywood folding safety cover for bathtub (2)
Polyvinyl chloride shutter ordinary cover for bathtub ‘

However, excepting the safety cover and the ordinary cover, the unnecessary
part of designation may be omitted.

Note (2), Where the surface of core has been covered, indicate the core.

4, Shape and Dimensions

4.1 Dimengions The regular sizes of width and length of the cover for
bathtub shall be as shown in Table 1.

Further, the width and the length shall be measured by the method as shown
in 6.2,
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