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Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of Economy, Trade and Industry through
deliberations at the Japanese Industrial Standards Committee, as the
result of proposal for revision of Japanese Industrial Standard submitted
by Federation of Construction Material Industries, Japan (FECMI)/
Japanese Standards Association (JSA) with the draft being attached,
based on the provision of Article 12 Clause 1 of the Industrial Standard-
ization Law applicable to the case of revision by the provision of Article 14.
Consequently JIS A 5901 : 1997 is replaced with this Standard.

Date of Establishment: 1950-07-01

Date of Revision: 2004-08-20

Date of Public Notice in Official Gazette: 2004-08-20

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Consumer Life
Products

JIS A 5901:2004, First English edition published in 2005-02

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2005

All rights reserved. No part of this publication may be reproduced or utilized in any form or by any
means, electronic or mechanical, including photocopying and microfilm, without permission in
writing from the publisher.

Printed in Japan
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JAPANESE INDUSTRIAL STANDARD () JIS A 5901 : 2004

Straw TATAMIDOKO and
straw sandwich TATAMIDOKO

1 Scope This Japanese Industrial Standard specifies TATAMIDOKO manufactured
using straw, TATAMIDOKO using straw and polystyrene foam board and TATAMI-
DOKO using straw and TATAMI board as the raw materials (hereafter referred to
as “TATAMIDOKO”).

2 Normative references The following standards contain provisions which, through
reference in this Standard, constitute provisions of this Standard. The most recent
editions of the standards (including amendments) indicated below shall be applied.

a)

b)

c)

d)

e)

g)
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JIS A 5905 Fiberboards

JIS A 9511 Preformed cellular plastics thermal insulation materials
JIS B 7503 Dial gauges

JIS G 3452 Carbon steel pipes for ordinary piping

JIS P 3401 Kraft papers

JIS Z 1533 Polyolefine flat yarn for woven cloth

JIS Z 8401 Guide to the rounding of numbers

JIS Z 8703 Standard atmospheric conditions for testing

JIS Z 9015-1 Sampling procedures for inspection by attributes—Part 1: Sampling

plans indexed by acceptable quality level (AQL) for lot-by-lot in-
spection

Definitions For the purposes of this Standard, the following definitions apply:

upper arrangement Clean straw arranged on the surface of TATAMIDOKO
for its better appearance. It is called decorative arrangement as well.

lateral arrangement Straw arranged in lateral direction when arranging the
straw alternately in longitudinal and lateral directions in the upper layer of
TATAMIDOKO.

longitudinal arrangement Straw arranged in longitudinal direction in the
immediately lower layer of the lateral arrangement.

large arrangement Straw arranged in lateral direction in the middle layer
of TATAMIDOKO.

cut straw Straw arranged for preventing the occurrence of unevenness of
TATAMIDOKO.

lower arrangement Straw arranged in parallel to the longitudinal direction
in the lower layer of TATAMIDOKO.

back surface member Member used for the better appearance and reinforce-
ment of the back surface of TATAMIDOKO.
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h) reinforcing member Member used for the reinforcement of polystyrene foam
sandwich straw TATAMIDOKO.

i)  KOMO MUSIRO (thin straw mat) used for the better appearance and rein-
forcement of the back surface of TATAMIDOKO.

j)  warp Yarn sewn in the same direction as the longitudinal direction of TATAMI-
DOKO.

k) weft Yarn crossing perpendicularly to the warp.
1)  handle Cords attached to the back surface of TATAMIDOKO for making easy
to carry TATAMI.

4 Classification TATAMIDOKO shall be classified according to the materials and
structure, standard dimensions, and mass and distance between warp and distance
between weft into the following divisions.

a) Division according to materials and structure The division according to
materials and structure shall be as shown in table 1.

Table 1 Division according to materials and structure

Division Symbol Material and structure Figure
Straw TATAMIDOKO WR of the structure composed of straw. figure 1
figure 2

Polystyrene foam sandwich PS of the structure composed of the padding material | figure 3
straw TATAMIDOKO of polystyrene foam board sandwiched between
the straw placed above and under.

TATAMI board sandwich TB of the structure composed of the padding material | figure 4
straw TATAMIDOKO of TATAMI board sandwiched between the straw
placed above and under.

b} Division according to standard dimensions The division according to stan-
dard dimensions (hereafter referred to as “dimensions”) shall be as shown in
table 2.

Table 2 Division according to dimensions

Unit: mm
Division Symbol
2 000 x 1 000 x 50 100 W
1900x 950 x50 9B W
1840 x 920x50 92 W

Remarks: 100 W corresponds to the dimension of I—{ONMA (KYOMA),
95 W to that of SANROKUMA (TY'UKYAOMA) and 92 W to
that of GOHATIMA (EDOMA or KANTOMA).

Translator’s note : KYOMA, TYUKYOMA, and EDOMA or KANTOMA
have traditionally been used to represent the unit
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