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JAPANESE INDUSTRIAL STANDARD

@JIS A 5528-1988
Hot rolled steel sheet piles
1995.11
ERRATA
Page Position Wrong Correct
3 The 3rd and 4th lines ...4MN/m or not less .++3.92MN/m or not less
of than 6MN/m... than 5.88 MN/m...
Sub-clause 4.2-2
Remarks:This errata is for correcting the first edition of this Standard.
Japanese Standards Association
JAPANESE INDUSTRIAL STANDARD
@JIS A 6023-1991
Perforated asphalt roofing felts
1995.11
ERRATA
Page Position Wrong Correct
2 The last line of Dimensional stability | Dimensional stability mm
Classfication in
Table 2
3 The 4th line of is not less than 2.0mm./ is not less than 2.0m.
(4) of Clause 5.
Remarks:This errata is for correcting the first edition of this Standard.
Japanese Standards Association
JAPANESE INDUSTRIAL STANDARD
JIS A 6024-1992
Epoxy injection adhesives for repairing in buildings
1995.11
ERRATA
Page Position Wrong Correct
3 Sub-clause 4.5.2 V. : viscosity at 20rpm | V. : viscosity at 2rpm

Remarks:This errata is for correcting the first edition of this Standard.
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JAPANESE INDUSTRIAL STANDARD

Perforated asphalt roofing felts

Scope

JIS

A 6023-1991

This Japanese Industrial Standard specifies perforated asphalt roofing

Remarks 1.

‘ felts to be used for insulation work such as water proofing work (hereafter
referred to as the "perforated roofing").

In this Standard the units and numerical values shown in { }

are in accordance with traditional units and are informative
reference values.

2. Applicable Standards to this Standard are the following:

2.

JIS Z 8703

JIS Z 8801 Test Sieves

Classification

Classification shall be

Table 1.

Standard Atmospheric Conditions for Testing

as given in Table 1.

Class and designation of

unit area mass of products

Class

Designation of
unit area mass
of products

Remark

Perforated roofing

1 100

The non-woven cloth master
roll of main raw material
of inorganic fibers, here-~
inafter referred to as the
"master roll", permeated,
coated with asphalt and
adhered with mineral
powders on upper and back
surfaces.

Sanded, perforated

roofing

2 500

The master roll permeated,
coated with asphalt,
adhered tightly with
mineral particles (') om
the surface, and adhered
with mineral powders on
the remaining upper and
back surfaces.

Note (1)

The mineral particles passing through the standard
sieve of 2.0 mm specified in JIS Z 8801 and the
matters being in the range of 1.2 to 2.0 mm are

included by about 40%.
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