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In the event of any doubt arising, _
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.
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JAPANESE INDUSTRIAL STANDARD JIS
House wrapping sheets A 6111-1996
1. Scope This Japanese Industrial Standard specifies the house wrapping sheets

used for water vapor permeance, water resistance, windbreak, etc. in the external wall
equipped with internal dew condensation preventing structure such as ventilation layer
construction method for house.

Remarks 1. The following standards are cited in this Standard :

JIS A 1324 Measuring method of water vapor permeance for
building materials

JIS A 1415 Recommended practice for accelerated artificial ex-
posure of plastics building materials

JIS A 9521 Man made mineral wool thermal insulation materials
for dwellings

JIS B 7753 Light-exposure and light-and-water-exposure apparatus
(Open-flame sunshine carbon-arc type)

JIS L 1092 Testing methods for water resistance of textiles
JIS L 1096 Testing methods for woven fabrics

JIS L 1099  Testing methods for water vapour permeability of
textiles

JIS P8117 Testing method for air permeability of paper and
paperboard

JIS S 6035 Staplers

JIS S6036  Staples

JIS Z 8401 Rules for rounding off of numerical values

JIS Z 8703  Standard atmospheric conditions for testing

JIS Z 9001 General rules for sampling inspection procedures

2. The units and numerical values given in { } in this Standard are
based on the traditional unit system and appended for informative
reference.

2. Classification House wrapping sheets shall be classified into the following two
classes :

. (1) House wrapping sheet A
(2) House wrapping sheet B
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3. Quality Quality of house wrapping sheets shall be as shown in Table 1.

Table 1. Quality

Test subclause

I i h A | H i .
tem House wrapping sheet ouse wrapping sheet B to be applied

Water vapor permeance
(Water vapor permeant resistance)
m?ese+Pa/ug
{m?«h - mmHg/ g}

0.19 {0.04} max. 0.13 {0.27} max. 6.2

Dew is not formed under | Dew is not formed under

Dew condensation proof the condition of (1) in the condition of (2) in 6.3
Table 3. Table 3.
Strength (holding strength of .
staples) N (kef) 15 {1.54} min. 64 (2)
Ignitability No ignition 6.5
Water resistance |Initial stage 10 {1020} min. 6.6 (1)
(water pressure)
After accelerated .

kPa {mmH.0} weathering 8 ( 816} min. 6.6 (2)
Windbreaking .
(time for passing through) s 10 min. 6.7

4, Appearance When tested in accordance with 6.8, the appearance shall be free
from fissure and hole.

5. Dimension and mass Dimension and mass shall be in accordance with the
agreement between the parties concerned with delivery.

6. Test

6.1 General condition of test General test condition shall be as follows :

(1) Standard atmospheric condition of test room Unless otherwise specified, the
standard atmospheric condition of test room shall be the temperature of 20 £
2°C and the humidity of (65 *2) %(') specified in JIS Z 8703.

Note () Humidity shall be relative humidity.

(2) Standard condition of specimen Specimen shall be stood in the test room under
the standard atmospheric condition as it is until the water content comes to
equilibrium condition.
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