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1. Scope

Remarks 1.

2. Definition

fly" ash:

3. Qualities
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JAPANESE INDUSTRIAL STANDARD JI1S

Fly ash

A 6201-1991

This Japanese Industrial Standard specifies the fly ash to be used as the
admixture in mortar or concrete.

The applicable standards of this standard are given in the

following:

JIS H 6201 Platinum crucibles for chemical analysis

JIS P 3801 Filter paper (for chemical analysis)

JIS R 1301 Porcelain crucibles for chemical analysis

JIS R 5201 Physical testing methods for cement

JIR R 5210 Portland cement

JIS Z 8401 Rules for rounding off of numerical values

The units and numerical values given in { } in this standard are
based on the International System of Units (SI) and are appended

for informative reference.

Further, the traditional units accompanied by numerical values
in this standard shall be converted to the SI Units and numerical

values on April 1, 1995.

The definition of the principal term used in this standard is as follows:

The ash collected by the dust collector from the flue gas of the
pulverized coal combustion boiler.

The quality of fly ash shall be as follows:

(1) Chemical composition of the fly ash shall be as given in Table 1.

Table 1
Unit: %
Element Specified value
Silicon dioxide Min. 45
Moisture content Max. 1
Ignition loss Max. 5
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