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JAPANESE INDUSTRIAL STANDARD JIS

Building Components (Steel Panel for Wall) A 6503-1975

1+ Scope

This Japanese Industrial Standard specifies steel panels for walls (1) to be
used for the walls of one or two story houses which are manufactured at a
factory and which employ steel materials in structural principal parts.

Note (1) The "panels!" described in this standard mean the panel for wall
which is made up by attaching a wall surface material to a steel
frame and which is a base forming a plane. Panels to be used
for the wall upper than picture rail, wainscot wall, spike etc.
and panels to be supplementarily used as forming a wall surface
are not included.

Remark: In this standard the particulars in { } are in accordance with
the International System of Units (SI) and given for reference only.

2. Materials

Of the materials to be used for panels, those shown in Table 1 shall be
equivalent to or better than the specified panels shown in the right-~hand column
with respect to their performance.

Applicable Standards: See page 14,
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Table 1. Qualities of Materials Used (?)
Division Material Standard
of application ateriat andar

Japanese Agricultural Standard
for general plywoods

Japanese Agricultural Standard
for plywoods for structure

Plywood

Japanese Agricultural Standard
for special plywoods

Japanese Agricultural Standard
for incombustible plywoods

Asbestos cement sheets |JIS A 5403
Surface Pulp cement boards JIS A 5414
materials
Aluminium sheets JIS H 4000
JIS G 3302
Iron sheets JIS G 3312
JIS K 6744
Cemented wood chip JIS A 5417
boards
Gypsum boards JIS A 6901
JIS A 5905
Fibreb d
breboaras JIS A 5907
Rolled steel materials JIS G 3101
Steel sheets JIS G 3141
Steel frame Light gauge steel JIS G 3350
Carbon steel tubes JIS G 3444
Carbon steel square pipes|JIS G 3466
Turnbuckles and braces [JIS A 5540

Mechanical
materials etc.

Timbers

Japanese Agricultural Standard
for wood materials

Japanese Agricultural Standard
for timber materials

Window frames

Metallic sashes

JIS A 4706

Full document details: JIS A 6503-1975
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A 6503-1975
(Continued)
Division Material Standard
of application
Rock wool JIS A 9504
Glass wool JIS A 9505
Heat insulating Foamed polystyrene JIS A 9511
materials Insulating fibreboards JIS A 5905
Rigid foamed .
polyurethane JIS A 9514
Cemented excelsior JIS A 5404
boards
Nails JIS A 5508
Wood screws JIS B 1135
Bolts | JIs B 1180
. Nuts JIS B 1181
Connecting
fixtures Spring washer JIS B 1251
Plain washers JIS B 1256
] JIS B 1213
Rivets
JIS B 1214
JIS A 5751
Caulking materials JIS A 5754
JIS A 5755
JIS K 6802
Resorcinol resin .

Others Adhesives Epoxy resin ) which have the
performance equivalent to ox
higher than those specified in
JIS K 6802.

JIS R 3201
Glass JIS R 3202
JIS R 3203
JIS R 3204

Note (2) Materials other than shown in Table 1 shall have the performance
specified in the JIS or higher than the JIS,
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3. Classification of Panels

The panels shall be classified with the symbols shown in Table 2 according
to the structural strength, shapes and positions used.

Table 2

Type Symbol Remarks

Panels which have a

strength against compres-
T sive force and shearing
force which is a principal
structural factor

Panels which have a
strength against shearing Structural

Bearing panels S force which is a principal strength
structural factor
Panels which have a
strength against compres—
C . . .
sive force which is a
principal structural factor
Non-bearing panels N Panels other than shown
above
Panels with windows w Panels with windows
Panels for entrance D Panels with doors

Shape
Panels without openings
M such as doors, windows,etc.
(including panels with small
openings for equipment)

Panels without openings

Panels to be used for

Panels for external walls O peripheries of buildings
. 3 Panels to be used inside Position
Panels for internal walls(”) I the buildings whoTe
Panels for partitions P Panels to be used at used
partitions

Note (3) It this case, the bearing panels shall be used for internal walls,
except for panels simply for partitions.
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