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JAPANESE INDUSTRIAL STANDARD JIS

Porcelain Enameled Steel Panels A 6516-~1979
(Reaffirmed: 1983)

1. ScoEe

This Japanese Industrial Standard specifies the porcelain
enameled steel panels, hereinafter referred to as the "panels", to be

used for walls of building,

Remark:  The units and numerical values given in { } in this
standard are in accordance with the International System

of Units (SI), and are appended for reference.

Applicable Standards: See page 10.
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2. Types and Designation

2.1 Types The panels shall be classified as given in the following

according to their composition.

Single Panel: A sheet of porcelain enameled steel plate
of which periphery has been bent, and to
which no backing material, nor core material

has been attached.

Composite Panel: Two sheets of porcelain enameled steel
plate between which a backing material or

core material has been attached.

_Remark: 1In the porcelain enameled steel plates of
composite panels, there are those of which
peripheries have been bent and those of which

peripheries have not been bent.

Fig. 1. Single Panel (Example Figure)
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Fig. 2. Composite Panels (Example Figures)
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Furthermore, the composite panels shall be classified as given in

the following according to their fire protection performance:

Two-hour heating (for fire

One-hour heating (for fire

30-minute heating (for fire

Outdoor Grade
Outdoor Grade

Outdoor Grade

2,2 Designation

following examples:
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(for fire
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(for fire

resistance)
resistance)
resistance)
protection)
protection)

protection)

The panels shall be designated as given in the

(Name)

Examples 1, Porcelain enameled
steel panels

(Classification by types)

Single pane

Classification by
fire protection

(Name) (performances

2. Porcelain enameled
steel panels
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