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JAPANESE STANDARDS ASSDTIATION

JAPANESE INDUSTRIAL STANDARD JIS

Porcelain Enameled Steel Panels A 6516-1979

(Reaffirmed: 1983)

pecifies the porcelain

hereinafter referred to as the

"panels"”, to be
used for wallg of building.

Inational Systen

of Units (SI), and are appended for reference.
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Applicable Standards:

See page 10.
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JAPANESE STANDARDS ASSOCIATION
2. Types and Desigggiion

2.1 Types The panels shall be classified as given in the

following
according to their composition.

Single Panel: A sheet of Porcelain enameled sgteel plate

of which periphery has been bent, and to
which no backing material
has been attached.

» NOT Core material

Remark: In the porcelain enameled Steel plates of

composite panels, there are those of which
pPeripheries have been bent and

Peripheries have not been bent.

those of which

Fig. 1. Single Panel (Example Figure)

Porcelain enameled
Welding steel plate
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Porcelain enanmeled
Porcelain enameled

Fsteel plate
: _ \\ J / /— Core material
Backing Baterisl ) = - 5
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Furthe;lore. the composite panels

the following according to their fire P

Two-hour heating (for fire resistance)

One-hour heating (for fire resistance)

30-minute heating (for fire resistance)

Outdoor Grade 1} (for fire protection)

Outdoor Grade 2 (for fire Protection)

Outdoor Grade 3 (for fire Protection)

2.2 Designation

The panels shall be designated as given in the
following examples:

(Name) (Classification by types)
Examples 3, Porcelain ensmeled Single panel
Steel panels
Classification by
fire protection Classification
(Name) performances by types
2. Porcelain chameled One-hour heating Composite panel
steel panels
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